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FOREWORD

The Soldier-System Effectiveness Team of the Fort Bliss
Field Unit of the U.S. Army Research Institute for the Behavioral
and Social Sciences (ARI) performs research and development in
human performance issues relevant to improving Army Air Defense
effectiveness.

Currently, the team is completing a research task entitled
"Forward Area Air Defense (FAAD) Performance During Engagement
Operations in a Chemical Environment." The research is funded by
the Physiological and Psychological Effects of the Nuclear, Bio-
logical, and Chemical Environment and Sustained Operations on
Systems in Combat (P?NBC?) Office, U.S. Army Chemical School, Fort
McClellan. The proponent agency for this research is the Direc-
torate of Combat Developments at the U.S. Army Air Defense Artil-
lery School (USAADASCH) at Fort Bliss. A Memorandum of Agreement
covering this research project was signed on 7 November 1991 by
USAADASCH and ARI.

The research program uses the Multiple-Station Range Target
System (RTS) as a testbed. The Multiple-Station RTS is a cost-
effective modification of the RTS described in ARI Research Prod-
ucts 91-01, 91-02, and 91-03. Short Range Air Defense (SHORAD)
and Forward Area Air Defense System (FAADS) crews employ their
actual weapons or training devices in simulated or live-fire
engagement of subscale, fixed-wing and rotary-wing aircraft in
the RTS high-fidelity engagement simulator.

This Research Product is an operations manual for the
Multiple~-Station RTS and describes the major RTS components,
set-up procedures, system preparation and installation proce-
dures, operations, and maintenance and supply requirements.

The RTS has utility as a research testbed and as an Air
Defense doctrine and training evaluation bed.

EDGAR M. JOHNSON
Technical Director
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MULTIPLE-STATION RANGE TARGET SYSTEM OPERATIONS MANUAL
Introductiou
Manual Format

Introduction. This chapter begins with a description of the
format and use of this manual. This chapter also describes the
RTS, its major components, and the performance feedback generated
by the system. The chapter concludes with a list of the primary
procedures in the order in which they are conducted. These
procedures are referenced according to where they are described
in the manual.

RTS setup. This chapter provides information on how to
create scenarios and scenario sets. Interactive menus used with
the RTS setup program are shown and described. Also included is
information on the specification of conditions and constants to
be enforced during training applications.

System preparation and installation. This chapter provides
information on getting the RTS ready for use. Instructions are

provided on choosing a location for the RTS, unpacking the
equipment, emplacing the RTS components, connecting the RTS
stations, registering the locations of RTS components, and
energizing the RTS stations.

Operations. This chapter explains the sequence of
procedures performed during the conduct of an RTS training
application. System start-up, operate, and shut-down procedures
are described. Interactive menus used during operations are
presented and described according to each of the system stations.
Subsections include information on energizing the system, testing
and calibrating system components, initializing scenarios,
performing realtime operations, and post-processing data.

Maintenance and supply. This chapter provides information
on obtaining maintenance service and support. Included is
information about contractor-provided maintenance and available
customer-support assistance. Also included are recommended
supplies and provisioning iists to ensure the operational
reliability of the system and related vendor documentation on
the various off-the-shelf components provided with the system.

Glossary. This chapter provides definition of terms
used throughout this manual.

List of abbreviations and acronyms. This chapter provides a
list of the abbreviations and acronyms used throughout this

manual.

References. This chapter provides a list of references
cited in the text.




System Description

RTS is a high-fidelity Short Range Air Defense (SHORAD) and
Forward Area Air Defense (FAAD) engagement simulator. RTS is
used to conduct Engagement Simulation Exercises (ESX) or Live
Fire Exercises (LFX) for 14- and 16-Series (14S, 16P, 16R, 16S)
Military Occupational Specialties (MOS). Thus, RTS can be
employed using the Line-of-Sight Rear (Avenger), the Chaparral
Missile System, the Product Improved Vulcan Air Defense System
(PIVADS), the Basic Vulcan Gun System, or the Stinger Man
Portable Air Defense System (MANPADS). MOS 14S, 16P, 16R, and
16S trainees, PFCs, SP4s, and SGTs, and 14S, 16P and 16R SSGTs
are responsible for engaging enemy aircraft. As of December
1987, these personnel constituted 56.5 percent of all enlisted
air defenders. The RTS, designed to be a crew engagement
training and evaluation system for these personnel, can therefore
address the training requirements for over half the Army Air
Defense population.

RTS has the capakility to be moved from one location to
another and to be rapidly emplaced for a new training exercise or
test application. RTS allows the training of individuals, crews,
and platoons and the evaluation of individual crew task
performance and collective crew summary performance. RTS also
provides detailed crew performance scoring and feedback, which
can be scenario-specific or averaged over several scenarios.

RTS can be used in combination with air defense engagement
range tables provided with the system to enable the
qualification of SHORAD and Forward Area Air Defense System
(FAADS) personnel. These range tables are based on difficulty-
scaled scenarios and approved performance standards. Using RTS
along with the range tables enables the evaluation of soldier
strengths and weaknesses and aids in focusing subsequent
remediation and sustainment training.

RTS is the direct result of several years of field tests
using the Realistic Air Defense Engagement System (RADES). This
air defense research was conducted jointly by the U.S. Army
Research Institute (ARI) and Science Applications International
Corporation (SAIC). Through this research and the subsequent
RTS validation effort, RTS and RADES have been shown to be valid
test and training simulators. They have generated the data used
to derive and validate performance standards for air defense, and
have enabled the identification of engagement task workload
indexes and the subsequent determination of training and test
scenario difficulty levels.




Feedback

Immediate feedback is available to the trainee in terms of
task performance and engagement outcomes. The same feedback is
available to the instructor-evaluator. Feedback is provided for
training and test purposes since the instructor, researcher, or
evaluator will require continuous task and summary feedback on
the exercising troops, and the trainee will require knowledge of
results of his responses.

Feedback is needed when any of the following conditions
exist: the range tables are to be employed for qualification and
certification of soldiers; soldier performance will be compared
to standards to identify strengths and weaknesses; the instructor
wants to determine the skill level of the soldiers for varying
levels of scenario difficulty; research will be conducted to
determine experimental effects on performance; or the practicing
crew requires knowledge of results to improve engagement
performance. The system can operate with the immediate feedback
capability disabled, if repeated practice without feedback is
desired for a given application.

Performance feedback is available for every target presented
in a scenario. Feedback on the following team leader events is
provided in terms of target range and elapsed time: detection,
identification, and command to engage or cease fire. Feedback on
the following gunner events is provided in terms of target range
and elapsed time: acquisition, interrogation, lock-on,
superelevation, fire, reattack. J3Some of these events are weapon-
specific. The following collective summary feedback is also
provided: identification accuracy, friends and hostiles engaged,
engaged aircraft destroyed, friends and hostiles killed, and
hostiles releasing ordnance.

In ESX mode, gun systems can be equipped with a Laser
Simulator to permit the scoring of ballistics effects. The laser
is mounted on the weapon and runs off weapon system power. Each
time the weapon trigger is depressed, the number of bursts,
rounds on target, target range, average miss distance, and
average hit point are calculated, displayed, and recorded.
Additionally, the gunner receives accurate simulation of the
tracer round through the sight reticle of the weapon.

Feedback can be provided in both ESX and LFX modes.
However, the LFX mode applies only to 20mm gun systems. The only
difference in the hardware configuration between ESX and LFX
modes is that a Bullet Counter is included in LFX mode, instead
of the Laser Simulator, for assessing gqun system hits. Bullet
counter sensing devices relay target hit information to the
ground station, located at the Range Control Station (RCS)
position, for each burst of fire. Bullet counting devices and
services are not part of the RTS system. They are available at

live-fire ranges if requested.




Feedback can also be provided with respect to target visual
effects signatures, which indicate hits levied on a target by an
engaging crew. The realtime engagement effects assessment
program is able to determine whether or not a kill will occur,
given the flight path or position of the target, the trajectory
of the round, and the elapsed time since missile or round launch.
Kill and hit effects signatures are not released from either
stand helicopters or flying targets during LFX applications.

When multiple fire units are engaging the same threat in ESX, the
effects signatures are disabled.

Visual engagement effects signatures are manually released
on flying targets by signals transmitted by the pilots. The
system operator will order the target pilot to "release effects"
if a kill was awarded. The pilot activates a switch on his
transmitter, uplinking a command to inject oil into the
aircraft's exhaust system. The smoldering oil produces the smoke
signature which indicates a "kill."

Effects signatures are automatically released under software
program control on all pop-up helicopter targets. For RTS pop-up
helicopter targets, the program determines whether the target
will be unmasked (i.e., available) at the time of round or
missile intercept. The program already knows the helicopter
position, and controls when the target will unmask and mask. If
a kill is assessed on a pop-up helicopter, the program will
automatically send the effects release command to that
helicopter. This causes the helicopter to emit the standard
smoke signature and to become masked. Smoke and sudden masking,
indicate a kill. If a miss is determined, a smoke signature will
not be evident, and the target will remain raised until it
receives the prescripted lower command.

For missile systems, (i.e., Avenger, Chaparral and Stinger)
a kill is awarded if all gunner actions captured from the weapon
system are correct (such as acquire, lock, superelevate and fire,
for the Stinger). For gun systems (i.e., Vulcan and PIVADS), a
kill is awarded according to the number of rounds on target. For
a medium difficulty scenario, it takes at least 8 rounds on
target to be awarded a kill. The only other factors that can
prevent a kill from occurring would be if the target was out of
weapon range, was masked at the time of missile or round
intercept, or was in the weapon system's dead zone.

Major RTS8 Components

Figure 1 depicts a block diagram of the RTS configuration.
The primary components include the Flying Target Systems (FTS),
the Pop-up Target Systems (PTS), the Range Control Station (RCS),
the Data Acquisition station (DAS), and the Position Location
Station (PLS).
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Figure 1. RTS configuration.
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Targets. RTS currently uses 1/5 scale rotary and
fixed-wing targets, although other scales are accommodated. All
targets represent actual NATO or WARSAW PACT aircraft. Aircraft
are camouflaged, three dimensional, molded fiberglass replicas.
They are either flown remotely accordlng to prescribed fllght
paths and maneuvers or pop-up from designated positions via
stand-lift devices.

Scale targets offer several advantages over full scale, the
greatest being cost sav1ngs. Unlike full scale aircraft, scale
targets are very inexpensive to operate, repair and malntaln, and
require few resources to support them. Scale targets do not have
inherent logistical, planning, and time constraints associated
with their employment. Thus, they are more dependable. Another
advantage is the reduction in range space required (1/5 of the
usual space). Further, scale targets are extremely reliable. As
many as 30 flights per flying aircraft have been performed with
minor repairs. Pop-up targets may last indefinitely. Because
scale targets are smaller and therefore closer to the control
area, scenarios can be replicated with greater accuracy to ensure
consistency, and can be completed in a shorter time to enable

maximum training efficiency.

The use of scaled targets has been validated several times
(Barber, 1987; Drewfs, Barber, Johnson, & Frederickson, 1988).
Scale targets elicit engagement performance representative of
their full scale counterparts. That is, responses to scale
targets were shown to be not significantly different from
responses to full scale aircraft, given similar test conditions
(Barber, 1987; Drewfs, et al., 1988). Additionally, tests using
scaled targets repeatedly have generated equivalent performance
results, thereby demonstrating consistency over time (Barber,
1987; Drewfs, et al., 1988).

RTS uses 1/5 scale targets for a number of reasons. The 1/5
scale aircraft have greater payload than smaller scales. This
enables them to carry special instrumentation necessary for
various field test applications. This scale also allows more
accurate visual representation without compromising aircraft
stability and maneuverability. Further, 1/5 scale allows weapons
such as the Vulcan to engage a target at simulated full scale
weapon range, without being outside of the normal range envelope
in actual distance (i.e., will activate the ready-to-fire
indicator at ranges as close as 200 meters, representing 1
kilometer in full scale).

Flying Targets are radio-controlled sub-scale aircraft that
are part of the Flying Target System (FTS) (see Figure 2). The
FTS requires highly trained radio control pilots and maintenance
personnel to support it.




Launcher with Fixed wing Target mounted

RF Antenna (voice) RF Antenna (target)

Radio (voice)

Figure 2. Flying Target System.




Helicopter targets are mounted on Pop-up Target Systems
(PTS). The PTS are self-contained in their own towable trailers
(see Figure 3). The PTS provides the means for the rotary wing

target to simulate a pop-up and hover maneuver. The PTS connects
to the RCS via RF Data link. This data link provides the ability
for remote control of the PTS. PTS can be used under automatic
(scenario-driven) or manual (operator-induced) control. Up to 12
PTS can be used at one time in the RTS.

Figure 3. Pop-up Target System.




Range Contro]l Station (RC8). The RCS is the central control

point for all RTS operations (see Figure 4). The RCS is the
station where system test and calibration checks, initialization
of the system, realtime functions, performance scoring, and
printing are initiated. The RCS is portable, allowing the user
to easily relocate the base of operations.

The RCS consists of a computer with monitor and keyboard, a
hardcopy printer, a color camera monitor, and a trackball (the
camera monitor and trackball are components of the PLS, they are
located with the RCS for ease of system operations).

A Radio Frequency (RF) Modem, provides a data communications
link between the RCS and the PTS and DAS.

PRINTER
—
s —

CAMERA MONITOR
*PART OFPLS

/

TRACKBALL
*PART OFPLS

MONITOR

Figure 4. Range Control Station.




on 8t . The DAS (see Figure 5)
captures all of the Squad Leader and Gunner engagement task and
weapon events as a function of elapsed time and aircraft range.
Effects scoring and assessment of kills are also performed at the
DAS. The DAS provides scenario feedback on these events. The DAS
consists of a station computer with monitor and keyboard, a
Weapon System Interface (WSI), and a Uninterruptable Power Supply

(UPS) .

The DAS is connected to the RCS for purposes of data
communications, using cable or RF data link. The weapon system
interface connects the DAS to the weapon system. It handles all
critical weapon inputs regardless of the SHORAD weapon system in
use. Weapon inputs to the DAS are tested prior to the start of a
test or training application using the test panel on the WSI.
This device is used to verify that all weapon data acquisition
functions at the DAS are operating properly prior to the actual
hook-up of the weapon.

The DAS is usually manned by an instructor-evaluator. Up to
8 DAS with weapons can be simultaneously supported by RTS.

MONITOR

DATA
COMMUNICATIONS
ANTENNA

N e

INTERFACE
COMPUTER OFlF) @ NNECT
\ O‘ V/
B o <
KEY BOARD

L Ne

Figure 5. Data Acquisition Station.
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os - o . The PLS (see Figure 6) is
used for two key purposes. First, it is used to register (ground
locate) the RCS, the DAS, the PTS, and the FTS launch positions.
Second, it is used to track and range flyable targets during a
scenario. The PLS has the ability to detect, acquire, and track
flyable targets automatically. However, it can also be operated
manually using the trackball.

¢
SO,

7

ya

S
TRANSPORT TRAILER
*¢ MOUNTED ON TOP OF TRANSPORT TRAILER
PAN-TILT CAMERA
CONTROLS = - =
° 338
23|33 -3

RF MODEM
VOICE RADIOS

R e e

RF AMPLIFER —
J R v
' 000 mowm ameme O

® ()

Figure 6. Position-Location Station.
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The PLS consists of a computer with monitor and keyboard, a
laser unit, laser retro-reflectors, a long range wide-angle color
camera, a camera color monitor, a special purpose laser computer,
a pan-tilt assembly and control, a trackball, a UPS, RF modenm,

and voice radio.

e c mulato « RTS includes additional
capabilities for use with Vulcan and PIVADS weapons during
engagement simulation exercises. One such capability is the
measurement and feedback of number of bursts, rounds-on-target,
mean miss distance and direction, and central hit point. Another
is through-the-reticle flyout of tracer rounds in a high-fidelity
ballistic simulation at the weapon. All these capabilities are
provided by the SAAB BT-53 Laser Simulator, which is interfaced

to the DAS.

The LBS (see Figure 7) consists of a laser unit, special
purpose laser computer, tracer unit, elevation sensor unit,
trigger device unit, feedback control unit, and power supply.
All of these devices are mounted on the 20mm gun system, and
provide a very powerful free play capability, while also
extending the gun system scoring capabilities of the RTS.

RTS ocedure (-] [-)

The three major areas of operation follow.

8system preparatjons. This involves the startup of the

system, the test and calibration of system components to verify
operability, the entering of crew identification information, and
the selection of scenarios to run.

Realtime operations. This involves the actual execution of
scenarios, the collection and upload of data from the weapons and

soldiers, and the scoring of performance for immediate feedback
to the troops on a trial-by-trial basis.

Post-processing operations. This involves the aggregation

of performance data after the execution of one or more scenarios,
or an entire training or test application. Summary feedback is
generated and reports on performance are output to the printer.
System shutdown is the last procedure to be performed.

Table 1 lists the primary procedures in the order
in which they are normally performed. Included is a reference to
the section in this manual where the procedures are described in

detail.
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Figure 7. Laser Ballistics Simulator.
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Table 1
List of Procedures in RTS Operations

PROCEDURE PAGES

Set Up RTS Software Files 15 through 26
(RTSETUP)

Selecting a Site 28 through 30
Unpacking the RTS 30 through 31
System Cabling 31 through 34
System Startup and Shutdown 35 through 37
System Registration 37 through 39
PTS Test (RCS) 47 through 49
PLS Test (RCS) 50 through 52
PLS Test (PLS) 79 through 84
PTS Calibrate (DAS) 65 through 70
Run Test Scenario (Mixed) 53 through 59
(RCS)

Weapon System Test (DAS) 65 through 67
Input Crew's SSN (DAS) 71 through 72
Realtime (RCS) 53 through 59
Enter Realtime Data (DAS) 72 through 76
Scenario Feedback (DAS) 77 through 78
Scenario Feedback (RCS) 60 through 63
Scoring Report (RCS) 86 through 87
Offload (RCS) 87 through 88

14




IlIIIIIllIIllIIIIIIIIlIIIIIIIIIIIIIIIIIIlIIIIIllIIIIlnIllllllllllllllllllIIIIII.T

RTS Setup

RTS setup must be performed to configure data files used in
RTS. Run RTS setup to identify the weapon system to be used, the
location of stations and PHTS, the scenarios to be run, and the
training or test conditions. These data are input into the RCS
computer. This is done only once for a given application. The
data are changed only when there is a change in weapon type, the
user wishes to add scenarios to the scenario library, or RTS
components are to be relocated. This section describes the
procedures for specifying the constants, scenarios, weapon, and
target descriptions.

Unpack the RCS station computer (computer, monitor and
keyboard) and printer (refer to System Preparation and
Installation Section). Attach the computer and printer, and plug
them into a 115 volt power source (refer to vendor manuals on the
computer and printer for more information). The RCS will
automatically boot itself, resulting in the display of the main
menu. Press the <<ESC>> key. A message will ask if RTS is to be
terminated; answering "Yes" will automatically return the RCS to

the operating system.

To enter the RTS setup program, type "RTSETUP" at the RCS
keyboard after the operating system prompt (-) and press
<<ENTER>>. This will result in the display of the RTS setup main
menu (see below). Select the desired utility by typing the
letter which corresponds to the option.

53 Somaris Gementar
s 5 Set~0p Mis Sem N -

Semtriss
Pesitions

;""
1M}

Figure 8. RTS setup main menu.
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Maintain Support Files

This is the first option in the main menu (option "A").
Select this option to add, delete, edit and view any selection

listed on the menu (see Figure 9).

RTS Soenario Gensrator
03/368/93 RTS8 Support FPiles Nanmu 10111301 am

§§
g

|
ik
gz

|
.

Figure 9. Support files menu.

Select the "Maintain Weapons Types" (option "A") from the
support Files Menu to specify the weapon(s) to be used (see
Figure 10). Press the <<F2>> key to add weapons. To delete a
weapon press <<F3>>, and to recall an item press <<F4>>. The
weapon number is displayed on the left of the screen. The
current weapon type being edited will be displayed on the right.
Scrolling through the numbers on the left (using the up or down
arrow keys) will result in a change in the descriptions on the
right to correspond with the weapon number highlighted. To edit
a4 selection, press <<ENTER>> when the highlighter is on the
appropriate weapon code number. Scroll through the options on
the right and make any desired changes. There is one
restriction: the available codes for Projectile Type are shown
at the bottom left of the display (see Figure 10).

Classified dats are not to be entered into this system.
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RTS Sosnario Genearator
02/726/92 Yeapons Type Maintananoe 101126147 am

Cde NaBBS.cccscscvoee
1 Chaparzal
Redoye Beapon Coda.. ... s
3 stingerxr Basic M WaBS. ccoe
4 Vulean ectile Type.: 3->Ballistic
PIVADS 20am Gun Nax’m Rang@.....
6 AVENGER MAR'E RAng®..c.. 2 200/Meaters
Velooity.ccecees 3 800,
Pire Count...... ] Agquist'n
Nits Regd/xKill 1/to

i-ePire and Poxrget
2--pBallistic Rounds
y~cGuidad Missile

izsc-Exit] t i -Arrows] Pg-Up|Pg-Dn] Fa-adalri-dDelete|ra-Recallj«— to zait|

Figure 10. Weapons type maintenance.

The "Maintain ADA Table Codes" (option "B") of the Support
Files Menu is for identifying applicable range tables (see
Figure 11). These tables represent the annual qualification
tests for Stinger, Chaparral, and Vulcan or PIVADS weapon Crews.
This menu will not be needed unless the government changes the
range tables or descriptions.

RTS Scenario Generator
03/38/92 ADA Table Naintananoe 10319333 am
Code Table Name Table Descriptiof..cccccccccccncsccncace
000 UNKOWS OTHEKNOWN
0oL I BASIC
003 IIX BASIC RNGAGEMENT amrxc u‘;}
00s IV INTERMEDIATR (OTATIC CRaW)
008 V TEST

fzsc-xxit] ¢ i-axrowslr2-addiri-Deletere-neceli]« to mait]

Figure 11. ADA table maintenance.

"Maintain Flying Models" (option "C") of the Support
Files Menu is used to 1list the flying target model types (see
Figure 12). The code numbers with aircraft model names are
listed on the left. The information corresponding to the
selection on the left is listed on the right. All information
can be edited. Available Friend Foe and Aircraft Type codes are
displayed on the bottom left of the screen.
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RTS SCSNATio Generator
Nodel Naintananoe 10320232 am

02/26/93 riying
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Figure 12. Flying target model maintenance.

The "Maintain PHTS (PTS) Models" (option "D") of the Support
Files Menu is used to list the pop-up helicopter target system
model types (see Figure 13). Like the previous option,
Friend/Foe and Aircraft Type codes that are available are
displayed on the bottom left of the screen. Information about
the aircraft are presented on the right.

—TIS Boenaric Cenerator
02/33/92 PHETS Target Nodel Maintenance 10:22341 am
Cde Typ Designation....

004 3 BUBY COBRA Nodel HIND=
Nodal Nams.ccooe s MI-34
Nodal

jEsc-Exit] 14 ~Arrows | Pg-Up)Pg-Dn] F2-a44|r3-DeletePé-Recall] ' to Eait]

Figure 13. PHTS target model maintenance.

"Maintain RTS Stations" (option "E") of the Support Files
Menu is used to identify an RTS station(s) by numeric codes and
descriptions (see Figure 14). The RTS components are listed on
the left. The limits on these stations are listed on the right.
The only restrictions to the station limits are the number of
components available. For example, if there are only 6 PTS
target systems defined, only six numbers can be used as codes
(usually 1 through 6). These codes will identify which PTS will
appear during scenario development and execution.

18




03/38/92 RTS8 Stations Maintsnance 103331090 am
Cde Station ID.cc..
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100 DAS
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Figure 14. RTS stations maintenance.

The "Maintain Criteria Records" (option "F") (see Figure 15)
of the Support Files Menu is not directly accessible. This
option is used to view the current performance standards which
are defined according to US Army Air Defense doctrine. These
criteria are the accepted standards and are not subject to change
without a change in doctrine. 1In the event that they did change,
the corrections would have to be made using the DBASE software
utility, which is outside the scope of this manual.

— 378 BoAnario UeNarator
032/36/92 RTS Set-up Critaris View/mNaintanance 10328:08 am
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& rrect Io :Z;g;' so|mD [ 7t ypie bl s g?im';mmﬁ:::: 2
rrect iend s RANG®. covvccsse ire nng.....l
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Priends S8 30| CMD Engage ce$ [ -on - []
Hostile $.,.8 SS|XPP TiWm®ecccscocns s 4{0un Pire Tims.cco. 3 3
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Izsc-mxit|rg-op»Previrg-DneNext|

Figure 15. Setup criteria view/maintenance.
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The "Re-create File Indices" (option "R") (see Figure 16) of
the Support Files Menu is used to reindex the system files after
changes have been made. For example, if some scenarios were
added or changed, this option would have to be invoked to ensure
all supporting files had the updated information. Use this
option at the end of each editing session to ensure all changes
made are consistent across all support files. Invoking this
option will automatically execute the reindex process, returning
to the main menu when complete. Thus, no further interaction is

required.

RTS Scanario Generator )
02/36/92 Re—-Index riles Utility 10:29:08 an

Re-indexing Weapons Type Descripti £11
- + 1 DA m.cod‘-tllzt” *

indexing ADA T
Re~indexing Pl Aliroraft Nodel file
Re-indexing l’l¥8 £e 1 file
indexing Station [ ]
Re~indexing Scenarioc Header file
indexing mtgt : 1le
on
Re—~indaxing 1o £ile

Figure 16. Re-index files utility.

Vview RTS (-] a

This is the second option in the RTS setup Main Menu (option
"B"). Selecting this option will result in a display of the
fixed parameters that are employed in developing scenarios (see
Figure 17). Select an option on the left of the display by
pressing <<ENTER>> when the desired choice is highlighted. This
will result in the display of possible option codes on the right
of the display. For example, if "PTS Orientations” is selected,
each aspect angle (orientation) option available for PTS targets
will be displayed on the right (see Figure 17). The appropriate
parameters will be input when developing scenarios (for example,
a helicopter scenario with 0 aspect [front view]). Examples of
this option are displayed below; these parameters are not likely
to be changed.
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RTS8 Socenario Ganeratorxr
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Figure 17. Fixed parameters.

Maintain Scenarios

This is the third option in the RTS setup main menu (option
"cn). This selection enables the user to develop scenarios, and
is the option most commonly used. Any description item can be
edited, added to, or deleted. To edit a particular scenario,
position the highlighter over the Scenario # row using the arrow
keys. Press <<ENTER>> when scenario number to be edited appears
(see Figure 18). To scroll forward or backward (i.e., select a
higher or lower scenario number), place the highlighter over the
Scenario # row and page up or down using the up or down <<PG>>
keys, respectively. To add a scenario, press the <<F2>> key and
type in the new scenario number.

Once a scenario has been selected, the scenario descriptions
to be edited can be identified by moving the highlighter with the
arrow keys. Select a highlighted descriptor by pressing the
<<ENTER>> Kkey. The scenario descriptions are listed on the left
of the display, with possible options listed on the right (see
Figure 18). Relevant descriptors must then be given desired
parameters (see Fixed Parameters section preceding this section).
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Figure 18. Scenario maintenance (FTS options).

Entering old or new scenarios, editing them, and giving
parameters to them is a completely prompted and interactive
process. There may be several areas within each descriptor that
must be edited. Edit each item in sequence through the last
area; the highlighter will then automatically return to the
descriptors (left) side of the screen. A scenario may have more
than one target. For example, if three PHTS are scripted, three
sets of parameters will be entered. The PHTS portion of the
scenario is entered by selecting "#/PHTS Targets". After the
first target is edited, the system will prompt for the next one.
Enter the next PHTS target stand number (such as stand 3, or 8),
or 0 if there are no more, and continue (see Figure 19).

RTS & d0 G
02/36/92 NTS Scenarioc Ma 10338327 am
8 ie Nead Soen PETS PETS Stands
Defined Defined
Position #...... )
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H0CG00000000rN

Ixsc-Exitfri-Axrovsjr2-addl ré-rErs R/0]re-raycuti|<«’ to Edit]

Figure 19. Scenario maintenance (PHTS options).
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Scenarios of equal difficulty to the one being edited can be
designated as alternates using "Alt Scenario". When scenario
presentations begin, there may be several scenarios to choose
from within a given difficulty level. This may be useful if the
instructor-evaluator wishes to present several alternate training
scenarios of like difficulty, or to avoid repeating a scenario in
the event of a previous trial abort (see Figure 20).
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Figure 20. Scenario maintenance (alternative
scenario option).

Maintain Posjitions

This is the fourth option of the RTS setup main menu (option
"D"). Enter and edit the positions of RTS components. (See
Figure 21). The position codes are listed on the right of the
screen, associated parameters are listed in the middle, and
option codes are listed on the left (see Figure 22). This menu
serves two purposes. It enables the development of a preliminary
range layout scheme and the printing of an associated hardcopy
reference of that layout. The scheme will then be fine-tuned
when the system is actually emplaced and registered for a final
layout and hardcopy reference. The preliminary range layout is
used to define PTS locations relative to the DAS or weapon
(coordinates 0,0). Other component locations are determined

during deployment.
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RTS Scenario Ganerator
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Figure 21. Positions maintenance.

When the system components (including the PTS) have been
emplaced they are position-located in coordinates (i.e.,
registered using the PLS laser). These data are entered over the
preliminary data and become RTS setup parameters. Once the
proper coordinates are entered, these remain constant unless the
components are moved and re-registered. Typically, the position
parameters are entered only once, unless the user wishes to
change the configuration, or move the RTS to a new location. The
most common exception is when the weapon type employed changes.
The weapon code number must be changed to reflect the current
weapon so that the appropriate databases are activated. This is
done using the DAS Positions option (see Figure 22).
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RTS Scenario Gensrator
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Figure 22. Positions maintenance (DAS option).

To plan a layout, first assign the DAS a position and a
primary target line (PTL):; all other component locations are
based on that position (i.e., the weapon location). Typically,
the DAS X and Y coordinates are 0,0 respectively, and the PTL is
180 degrees. The PLS and RCS can also be located at 0,0
coordinates to make things simpler. Then select the other
components (e.g., PTS), assign a code number, assign a range
(actual, not scaled) and assign a clock azimuth. Press the
<<F7>> and then <<F10>> keys to have the coordinates computed for

that component.

To view the layout of PTS components in range space
coordinates press the <<F9>> key while in the "Maintain
Positions" menu. This enables the user to view the current range
layout of PTS in a two-dimensional graphic representation,
showing their relative positions on the ground (see Figure 23).
Pressing the <<Print Screen>> key will generate a hardcopy of the
layout. 1In the example (see Figure 23), there are three targets
(4,5,6); the weapon position and control areas are coincident

with the DAS.
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Figure 23. Range layout diagram.

Too

This is the last option in the RTS setup main menu (option
"E"). This option enables the user to build sets of scenarios
and print scenario listings. Selecting this option will result
in the display of the tools menu (see Figure 24). Option "A" is
employed to create a master database file of the existing
scenarios previously developed. Use this option to update the
master file whenever scenarios have been added or changed.
Option "B" enables the printing of a formatted listing of all
existing scenarios along with their parameters. This listing
provides scenario specifications that can be used by the system
operator to ensure the right scenarios are selected and
administered.

Option "C" is used to build sets of scenarios to be executed
during a given test. Two different sets can be developed. For
example, sets of equally difficult scenarios may be required so
that experimental groups or trainees do not receive exactly the
same scenarios. Or one may wish to compare sets of scenarios,
and so forth. The scenario sets can be printed by selecting
Option "D". This will generate a formatted listing of all
scenarios in the set. The system operator may use this printout
as a reference when executing a set of scenarios. Each of the
functions in the "Tools" menu are completely interactive,
requiring no further elaboration here.
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Figure 24. Tools main menu.
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System Preparation and Installation

This section describec the tasks that need to be performed
to prepare the system for operations. Included are Selecting a
Site, Unpacking the RTS, System Cabling, System Startup and
Shutdown, and System Registration.

Selecting a 8ite

Figure 25 depicts a typical ESX site complete with station
locations, flight paths, and helicopter stand positions (this
site is similar to the sites used during RTS validation). The
range area can be anywhere from 1 to 4 kilometers (km) square,
depending on the terrain in which it is to be employed and user
requirements. For example, a larger range space would be
recommended for flat (desert or tundra) terrain, and a smaller
range space for dense (forest or jungle) terrain. As shown in
Figure 25, 1/5 scale PTS target presentations generally take
place within one km of the weapon. FTS targets can be launched
from anywhere on the range, and flown according to any desired

pattern.

Providing sufficient intervisibility among critical
components while allowing for range monitoring and control are
major considerations for site selection. The site should afford
the emplacement of a weapon position and an assignable search
sector, in which terrain and foliage do not visually obscure
flying target flight paths or pop-up helicopter presentations.
The position location system should be able to maintain line-of-
sight with the flying target launch area. Pop-up helicopter
targets should be out of sight when in the down position (i.e.,
should emerge from some terrain mask when presented). Target
background terrain should not vary randomly between mountain and
sky. The validity of this has been established empirically on
numerous occasions (Johnson, Barber, & Lockhart, 1988). A range
allowing the experimental control of target background contrast
may be considered.

Position-location decisions meeting terrain and component
intervisibility requirements should be made before emplacing the
system. A terrain map of the range area comes in handy when
selecting a site, and choosing target and weapon locations.

Major RTS components can be positioned according to map locations
when registration is performed. RTS coordinates can be plotted
on a terrain map for additional help in determining suitable
exercise areas and component locations. RTS coordinates can even
coincide with map coordinates if this cross-reference is desired.
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Choose a site free of electrical telephone lines, or other
lofty obstructions as they are a hazard to maneuvering aircraft.
The aircraft are usually flown at altitudes less than 500 feet.
The RTS requires certain radio frequencies for the control of
aircraft, data link communications, and range command, control
and communications. The following radio frequencies should be
authorized for the site selected (i.e., the site selected should
be free of interference on these frequencies).

Portable Radio Net Frequency: 145.150 Mhz
Aircraft Control Frequency: 72.550 Mhz
Target Data Link Frequency: 72.020 Mhz
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Figure 25. RTS range layout.
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If the application requires the live fire of gun systems,
there are a few additional concerns for site selection. Range
communications and control, range servicing, and engineering
support requirements are major considerations. Authorized live
fire range selection, range scheduling, and range clearance
(frequencies, airspace, etc.) should be planned well in advance.
Further, protective berms (sand dunes, etc.) are advised to
enable the pop-up target systems to be used repeatedly, without

suffering extensive damage.

Once a site has been selected, the RTS can be configured for
operations.

Unpacking the RTS

The RCS, PLS, generators, tools, test equipment, repair
parts, and all DAS are stowed and transported in the RTS
Transport Trailer. The Transport Trailer also serves as the base
of RTS operations and requires positioning for emplacing the RTS
system. Prior to positioning the transport trailer, unload all
DAS, one generator, and supporting equipment (i.e., antennas,
cables, etc.) in the proximity of the weapon positions. The DaS
will be emplaced and configured later.

1. Position the transport trailer. The trailer should be
positioned so the camera and laser have an unobstructed field of
view to aerial targets, target launch points, and weapon system
positions. Once a location has been determined, move the trailer
in position, lower the stabilizing jacks, course level the
trailer, and then perform the following:

2. Unload the RCS8 and PL8 generators. Position the
generators on the road side, front of the transport trailer.

3. Unload the pan-tilt support assembly. Position the pan
tilt support assembly on the top front of the trailer. Secure
the pan-tilt support assembly with the supplied hardware.

4. Unload the pan-tilt. Position the pan-tilt on the
pan-tilt support assembly. Secure the pan-tilt with the supplied

hardware.

5. Unload the PLS laser. Position the laser on the
pan-tilt. Secure the PLS laser with the supplied hardware.

6. Unload the PLS camera. Position the pan-tilt on the
pan-tilt support assembly. Secure the PLS camera with the
'lied hardware.

7. Gain access to the RCS and PL8. Remove the tie down
strap and front covers. Stow the RCS and PLS front covers on the
shelves at the rear of the transport trailer.
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8. Level the trailer using the level provided in the tool
kit. Place level on the pan-tilt mounting pedestal and observe
the bubble. The level should be checked and adjusted both side
to side and front to back of the trailer. Adjust the level as
needed by raising or lowering the stabilizing jacks.

9. Unpack and emplace DAS. Move to the location the Das
were unloaded. The DAS can be emplaced anywhere from 10 to 30
feet from the weapon system to which it is to be connected.
However, it is advisable that the DAS operator have visual
contact with the exercising troops. Configure the DAS by
performing the following:

a. Each DAS has two rack and stack cases. Position the
larger case so that the operator or instructor has adequate
access for operation.

b. Open the front cover of the larger case (flip-down
keyboard). Then open the top cover to gain access to the antenna
and power cords. Remove the antenna and power cords and install.
Close the top cover and secure it.

c. Place the small DAS case on the top of large case.
Remove the front cover of the small case to gain access to the
monitor, video cable and power cord. Stow the front cover on top
of the small case. Connect the video cable and power cord to the

front of the DAS.

10. Unpack and emplace the PT8. Refer to the Range Target
System (RTS) Operations Manual, Annex 1: Pop-Up Target System
(PTS) Operations and Maintenance Reference Manual for
instructions and procedures.

11. Unpack and emplace the FTS. Refer to the Range Target
System (RTS) Operations Manual, Annex 2: Flying Target System
(FTS) Operations and Maintenance Reference Manual for
instructions and procedures.

gystem Cabl

con the - . Refer to system cabling diagram
(see Figure 26) and to vendor manuals (see Page 90, Related User
Documents) when performing the following procedures.
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RTS system cabling diagram.

Figure 26.

33




1. Computer Component Interconnections. All computer
components are directly cabled together and to peripheral devices
(including the weapons). Computers and other peripherals
(printer, camera, battery charger, AC adaptor, etc.) plug into
the power strip. Connect the RCS modem and power amplifier.

2. Connecting PLS Cables. Plug in the three laser cables
and screw on their cable collars: laser, power supply, and
control unit (see Figure 27). Ensure that the cables are not
twisted or strained, and that there is sufficient slack to allow
the PLS to rotate freely to the limits of its orientation circie.
Connect the laser control unit to the laser computer, the laser
computer to the PLS computer, and the laser trigger assembly to
the pan-tilt console.

3. Connecting the Power. At the weapon system location
connect one 115 Volt power generator to the DAS. At the
Transport Trailer connect one 115 Volt power generator to the
RCS-PLS UPS and another 115 Volt power generator to the laser

pover supply.

4. Connecting the Laser Ballistics S8imulator. This
procedure is similar to the connecting of the PLS (see Figure
28). Both use the laser, laser power supply, laser computer, and
laser control unit.

5. Connecting the PT8. Refer to the Range Target System
(RTS) Operations Manual, Annex 1: Pop-Up Target System (PTS)
Operations and Maintenance Reference Manual for instructions and

procedures.

6. Connecting the FPT8. Refer to the Range Target System
(RTS) Operations Manual, Annex 2: Flying Target System (FTS)
Operations and Maintenance Reference Manual for instructions and
procedures.
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Figure 27. PLS cabling diagram.

Trigger unit

Figure 28. LBS cabling diagram.
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System 8tartu d Sshutdo

The following procedures are performed in sequence to apply
power to the system. Perform these procedure in reverse order to
remove power form the system. Refer to the manufactures and
vendor manuals (see Page 90, Related User Documents) as needed.

1. Energize the system generators. First ensure that the
generator has sufficient oil and gasoline and check filters.
Insert the ignition key and turn switch to "ON" (refer to Figure
29). After about ten seconds, switch to "Start," release the key
when the generator starts. The generator will need to run for a
minute or so to warm up. Once it is running smoothly (evidenced
by a change in noise level), turn on the output circuit breaker.

MOT LAMP VOLY METER
oL e %
—] ‘: VOLTAGE SELECTOR

SPARK PLUG

=

Figure 29. Generator control console.

2. Activate system stations. Apply power to the RCS and
PLS. Turn the UPS power ON-OFF switch to the "ON" position.
This will provide power to the RCS-PLS (only one switch, at front
and center). The RCS and PLS will automatically "Boot-up",

displaying the DOS prompt (C:\).
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b. Apply power to the PLS pan-tilt control panel. Place
the "TEST-OPERATE" toggle switches on the Pan-Tilt control panel
to the "TEST" position (refer to Figure 30).

o ur olo AN ojo CAMERA L4
O ~gm| BB O =p=[06 6§80
0-3 0 |-0-5 D |88 o3

Figure 30. Pan tilt & camera controls.

Applying power with the "TEST-OPERATE® oggle switches on the Pan-Tilt control panel
in the “OPERATE® position could cause injury to personnel and damage the equipment.

Energize the "Tilt" and "Pan" Consoles (move power "ON-OFF"
slide switches from the "OFF" to the "ON" position). Provides
for the manual adjustment of the PLS Pan Tilt and Camera:
Contrast, Shutter (Iris), and Field of View, Zoom (Wide-angle or
Telephoto).

c. Energize the laser control unit (PLS and LBS).
Simultaneously press the right arrow and minus sign push buttons
(the Laser Control Unit is de-energized by simultaneously
pressing the left arrow and plus sign push buttons) (refer to
Figure 31).
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KCICle

Figure 31. Laser control unit (PLS and LBS).

d. Energize the DAS. Switch the main power toggle switch
to the "ON" position (see Figure 32).
Boot Up and display the RTS main menu (see Figure 8).

O

Figure 32. DAS main power switch.

The DAS will automatically

e. Energize the PT8. Refer to the Range Target System

(RTS) Operations Manual, Annex 1:

Pop-Up Target System (PTS)

Operations and Maintenance Manual for power up and power down

procedures.

f. Energize the FTS8. Refer to the Range Target System

(RTS) Operations Manual, Annex 2:

Flying Target System (FTS)

Operations and Maintenance Manual for power up and power down

procedures.

system Registration

Registration of the system results in the geographic
location of all major RTS components.
PLS station is used as a site survey device.
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Preliminary coordinates for various components should be
derived before conducting registration. This is done by
inputting desired ranges and azimuths of these components, as
referenced from the center of the firing fan (point zero), into
the RTSETUP program. These coordinates can be compared to those
obtained during registration to determine the degree to which
position-location of equipment meets requirements. Refer to
RTSETUP Section ("Maintain Positions Menu") for more information
on establishing preliminary coordinates using the RTSETUP

program.

Voice communications are required at the PLS to communicate
with a spotter down range. The spotter will travel to the
various positions that must be registered. The spotter should
have a laser retro-reflector attached to a long pole. The
spotter will place a survey-registration marker or stake in the
ground at each location to eliminate confusion as to where to
emplace the equipment.

1. Establish the PL8S location. The PLS orientation circle
should contain all azimuths to which the PLS will be directed
(e.g., all flight paths, all launch points, all PTS, and all RTS
stations). The center points of the circle are typically O or
180 degrees and can correspond to the PTL of the firing fan. The
minimum effective range of the PLS is 75 meters. Any RTS
component being registered which is closer must be surveyed
manually (easily derived given the coordinates of the PLS and
components beyond the 75 meter limit).

Once the PLS position has been established, a Registration
Station (REG) station can be registered. The REG station is that
reference point for all other components.

1f there will be more than one weapon position, the station called "REGY
will establish the point of reference for all other weapon locations.)

It is a good practice to position the PLS, RCS, and REG at
the same location. Typically, the REG position is given the
default values "0,0" for the X and Y coordinates, and "180" as
the orientation (i.e., referred to as down range, or the weapon
PTL). All subsequent component locations will be registered in
terms of their deviation from point zero (the REG). If the PLS
is at a different location than the REG, it will generally have a
negative Y coordinate (i.e., located behind the REG and the
weapon crew's search sector).

nove

1f the REG location is different from the RCS and PLS, perform Steps 2 and 3.
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2. Register the REG. Begin registration by selecting the
"pest" option from the RCS Main Menu. This is done by
positioning the highlighter over that option using the arrow keys
and pressing <<ENTER>>. Then select the "PLS" sub-option using
the same procedure. The PLS will determine the new RTS
coordinates whenever it is aligned with a laser retro-reflector.
These coordinates will be displayed at the RCS and should be
manually recorded on paper to be input at a later time into the

RTSETUP program.

To register the REG station contact the spotter on the radio
and request that the laser retro-reflector pole be raised. Align
the laser with the retro-reflector using the trackball.

Alignment can be confirmed by viewing the camera display screen.
Once aligned, the RCS will display the current coordinates,
indicating the position relative to the REG.

3. Register additional components. Repeat step 2 of this
procedure to register additional stations or components (i.e.,
DAS, PTS, and FTS launch locations).
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Range Target System (RTS) Operations

The following section discusses the operations required to
use RTS. This section includes an overview of the software, RCS
Operations, PLS Operations, DAS Operations, PTS Operations, and

FTS Operations.
w erview

The RTS software system is made up of a combination of
programs, batch files, and utilities. The following list makes
up the RTS software system.

RCS.EXE - Resides on and runs the RCS

DAS.EXE - Resides on and runs each DAS

PLS.EXE - Resides on and runs the PLS

PTS.BAS - Resides on and runs each PTS

RTSETUP.EXE - Resides on the RCS, sets up required
RTS data files

OFFLOAD. BAT - Resides on the RCS, used to offload
data files

DBIII.EXE - Resides on the RCS, required to run
scoring

CHAPRPT.PRG - Resides on the RCS, part of scoring
system

RTSCORE. PRG - Resides on the RCS, part of scoring
systen

RTSMNCAL. PRG - Resides on the RCS, part of scoring
systen

RTSPMCAL. PRG - Resides on the RCS, part of scoring
systen

RTSRPT.PRG - Resides on the RCS, part of scoring
systen

RTSTMDIF.PRG - Resides on the RCS, part of scoring
systen

STNGRPT. PRG - Resides on the RCS, part of scoring
systen

TPSPMFAU.PRG - Resides on the RCS, part of scoring
systen

VLCRPT.PRG - Resides on the RCS, part of scoring
system

. RTS provides an extensive set of screens,
menus, data windows, and prompts that give the operator control
over the RTS software system. These screen components are
collectively known as a menu system. The menu system is the
operator interface to the RTS software system.

. The menu system uses two types of

Iypes of cursors
cursors, a flashing "_" and a “"highlighter." See the following
explanations.
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a. Prompted input. Uses the flashing "_" as the cursor.
This is a request to input information or data into the RTS

software system.

b. Highlighter. Uses reverse video as the cursor. This is
used to highlight menu options for selection.

The menu is presented in the form of bars (see Figure 33).

y Yebr 20, 1992 11113
SAIC(R) Rang :;.B.n YRED) ™ ' f .r 3 am
§ Test t Calibrate Realtine reedback orfliocad 1

]

First Level Option Bar

lleader Dar
Instruction Bar
Press [3], (1), [~)or [ ~] to mOove,(RNTER] to select, [BSC] te return

Figure 33. Menu description and instruction.

Header bar. This area of the menu provides the operator
with information (i.e., software system name and version; current
day, date and time; and tlx RTS station name).

First leve] option bar. This area of the menu provides the
operator with the options required to run the RTS software

system. Each option has several sub-menus that are completely
operator interactive.

Instruction bar. This area of the menu provides the
operator with the instructions needed to interact with the RTS
software system. The following list describes the instructions

used.

Down Arrow Used to move the cursor down

Up Arrow - Used to move the cursor up

Right Arrow - Used to move the cursor right

Left Arrow - Used to move the cursor left

ENTER - Used to select a highlighted option;

used to accept a prompted input

ESC - Used to move from a lower level menu
(sub-menu) to a higher level menu;
used to Exit RTS system software

WAIT - Used to tell the operator to wait
while software operations are being
performed
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Menu Examples

The following examples demonstrate the procedures needed to
operate the RTS menu system.

ove wee enus. To move from the main menu to lower

level menus, the operator uses the arrow keys to highlight the
desired menu option. The operator then presses the <<ENTER>> key
to select the highlighted option. To move from the lower level
menu (there can be multiple lower level menus) back to the main
menu, the operator presses the <<ESC>> key. The <<ESC>> key must
be pressed once for each level of menu that the operator wishes
to move back from (see Figure 34 through 36).
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Shown below is an example of moving from the main menu to
sub menus.

ilngmw .00 Sursley Narway 20, 190 mu-]

1&- ]

Trese (1), {1), (v} @ { ] %o Bove,(NETIR) %0 salest, (WIC] to veluen

To move from the main menu (1st level, above) to the
sub menu (2nd level, below), highlight the desired option
then press <<ENTER>> to accept.

W‘Tﬂﬂj

Fress 1), (1), 1) o8 (=) o sowe,{UFTIR] b0 aslest, {EOC] o Sotmre

To move from the sub menu (2nd level, above) to the sub
menu (3rd level, below), highlight the desired option then
press <<ENTER>> to accept.

wees (1) or (1) 0 ove, (BENR] ¢ salost, (BIC] to coturm

Figure 34. Main menu to sub menus

44




Shown below is an example of moving from sub menus to the
main menu.

ywtes v1.08 Taxeiay Nbruxy ¥, 1992 1@

Calidests altim Tondack onwe |

Tewss (1] & (1) ts asve, (DETER) to salest, [BIC) to ret=rn

To move from the sub menu (3rd level, above) to the sub
menu (2nd level, below), press <<ESC>> once.

er‘mﬂT

| Calibents Msaltiee PRk m—l

Press {8}, {1), [} & (=] to nwve, [INTR} b0 mleat, (ENC) to fotwre

To move from the sub menu (2nd level, above) to the
main menu (1lst level, below), press <<ESC>> once.

[w-::m% V.00 Semiey fehrewy 4, 1992 mu;l

[ oot Saitise fostnn wned ]

Pewse (8], (1), {~)0F (=] o Sove,(RNTAR) 0 solest, (WIU) S0 setuse

Figure 35. Sub menus to main menu
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Exit RT8. To exit RTS, the system software must be at the
main menu. The operator presses the <<ESC>> key. This will
display the "Exit RTS" prompt (see Figure 36). The "Yes" option
is automatically highlighted, but the operator can use the arrow
keys to highlight the "No" option if desired. With the "Yes"
option highlighted, the operator presses the <<ENTER>> key to
accept the option. The RTS system software will terminate and
the system will return to the operating system prompt (C:\RTS).
If the operator does not wish to terminate the RTS software, the
"No" option must be highlighted. The operator presses the
<<ENTER>> key to accept the option. The RTS system software will
return to the main menu.

«09 20 2339
mc&nwmm a) vi Thureday ‘m s 1993 3 nl

{ Test calibrate Realtime Peedback Offlced 1

Bxit BTS

Yeou

Press [i] or ([t] to move, [(ENTER)] to salent, (ESC] to return

Figure 36. Exit RTS prompt.
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Range Contro]l Station (RCS) Operatjons

Once the RCS is energized, the RCS Main Menu will appear
(see Figure 37). The main menu can also be activated by typing
WRCS" after the operating system prompt (C:\RTS with flashing »_"
cursor). The option "Test" will be highlighted initially, but
any option can be selected by moving the highlighter with the

arrow Kkeys.

SAIC(R) Range h:mnlm vi.09 ™ day P Y 20, 1992 11:18 am
] Test Calibzate Realtime Feadback orricada |

Presse [$), [t), (=)ox [+~]) COo BOVe,[ENTER] te select, (BSC]) te Feturn

Figure 37. RCS main menu.

S8elect “Test." The "Test" option has two suboptions: "pTs"
(Pop-up Target System test) and "PLS" (Position-Location System
test) (see Figure 38).

I mc(na::m m’%:&-, vi.09 Thursday PFebruary 30. 1992 11:18 as

[ 7est Calibrats Rsaltime Feedbaok officaa |
rrs
P18

Press f4], (1), (=] o [-).“ wove, [ENTER] to select, (BSC] te return

Figure 38. Test menu.

47




The PTS must be operational and in remote prior to preforming the PTS Test.
Refer to the Range Target System (RTS) Operations Manual, Annex 1:
Pop-Up Target System (PTS) Operations and Maintenance Manual .

Select PTS. Select the "PTS" option to display the PTS
Selection Menu (see Figure 39). The PTS numbers (1 through n)
are associated with the current system configuration.

SAIC(R) Range Ta vi.09 Thureday PFebruary 20, 1992 11119 am |
tnnq£ Contesl sta ¥acs) Y ¢

[fih.t Calibrate Resltine Yesdback orLlioad 4]

eONUNM ! E!

Press (i) or [1] to move, [ENTER] to salect, [ESC) to return

Figure 39. PTS selection menu.

~Ghrane

Ensure personnel are clear of the PTS you are sbout to test.

Failure to do so may result in injury to personnel.
NovE

Each PTS should be tested to ensure operability.

S8elect PTS8 number. Highlight the PTS number you desire to
test. Press <<ENTER>> to select the PTS number. When the PTS is

under the control of the RCS, the PTS Commands Menu will appear
(see Figure 40).
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) et tem vi.O09 Thursda 30, 1992 113124 as
“xct)ug:mm n y February .

TR 9 Commands

scop

op Raise target
Down (Lower tazget,
Rotate CCW
oriant

Range
| Teat calibrate Realtims Peedback ozfiond |
e
8
T8
3
2
3
7
8
® saoks
status Reguast

Press [i) or [?] to move, [ENTER) to salect, [ESC] to return

Figure 40. PTS commands menu.

You can observe the result of each function test by positioning the laser and cemers at the PTS under test.

The following PTS Commands can be selected in any order the operator desires.
Select "gtop." This command terminates any active command.
gelect "Up." This command raises the PTS.
8elect "Down." This command lowers the PTS.

S8elect "Rotate CW." This command rotates the PTS mast
clockwise.
elect " te " This command rotates the PTS mast
counter clockwise.
8elect “Orjent."” This command prompts the operator for an

orientation value (see Figure 41).

- 20 992 1343
mc(lzlun:mm vi.09 Thaseday Yasbrusry e A 113 a»

calibrate Realtime Feedback orfload [ |

pa
YT i Ea ;

stop

op Maise target

m::! ow ’ ;

ol:oh Im desired orientations I
status Reguest

Figure 41. Orientation prompt.
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Enter orientation desired. Enter the desired orientation in

degrees, press <<ENTER>> to accept. This will position the PTS
mast to the desired orientation. Once the mast has moved to the
requested orientation a PTS Status window is displayed (see

Figure 42).

vi.09 Thureds: 30, 1992 11143 a8
i SAIC(R) Range et % y PFabruary .

| Test Calibrate Realtime Fesdback ogfload 1
P8
PLE
78 9 Commands
stop -
Unknown
% op ‘nu.-. tn:vot; g:q.t :1:: Unkn
; m.g (-] Freassure: 2!
® orient Raise may:’ s
| ] Mask Dalays 21 »
Status Reguest

Figure 42. Orientation status.

Select "Smoke." This command causes the PTS to generate
Smoke.

The Smoke option is not implemented on att PTS.
The Smoke command will sutomstically terminate after five seconds.
1t will teke longer for the actusl smoke to dissipate.

Select "Status Request.® This command displays a PTS Status
window (see Figure 43). The window provides information about
the PTS.

IAIC(I! l-.nq: m ) v1.09 Thurwday February 30, 1992 11348 am |

] Test Calibrate Bealtime Posdback ofload i |
| 3
Pie
Prs 9 Commands
TS T8 9 status
3 Op ; Ralise target Target [ n
3 Down Ju&u tarvet) ou-u.q:- 178
? fotate OOW Urmask Delay’
H : Rask Daley:’ 31°s
Regquest

Figure 43. Status request.

Repeat procedures for all PTS to be tested.
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gselect “PL8." This option is for testing the functions of
the laser tracking system. Selection of this option displays the
PLS Commands Menu (see Figure 44).

) . 24, 1992 10309 am
SAXC(R) Range nmxmalrue’—) vi.09 Nonday February 3
[ Test Calibrate Bsaltine Pesdback orfioad 1
s
P18

PL8 1 Commands

Track
orient
status Regquest

Press [4] or [?t) to move, [ENTER) to select, [RSC) to return

Figure 44. PLS commands menu.

Ensure all personnel sre clear of the laser and camers area (roof of the transport trailer).

Failure to do so msy result in injury to personnel.
NOTE

A retro-reflector should be mounted on one of the raised PTS or at some other known location down range
(e.g., launch site).

gselect "Track.” This option displays the track data
associated with the current orientation of the laser (see Figure

45) .
Saio(a) mecve gy oyzeem .;T.—z.f—-_m?—avm-—u‘l

| Test Calibxate Realtime Feodhack offlced [
s
ris

P8 1 Commands Position Iocation Statios 91
raok Tine 10.32
Oriest L ‘l:-l .
status RAeguest x

8
xs =31109
1] 773

Press (ESC) te exit

Figure 45. PLS track window.
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gelect "Orient." This option will prompt the operator for
an orientation position number (see Figure 46). The orientation
position number is typically associated with a launch and

recovery area for flying targets.

g

Ensure all personnel are clear of the roof of the transport trailer.
Failure to do so may result in injury to personnel.

Press <<ENTER>> to accept position number. This will cause
the laser to position to the desired location.

BAIC(R) Range Ta .ru- vi.o9 Monday Pabrusry 34, 1992 10311 am
m:. éaat.nl stacion (RCS) .
| Test calibruts Raaltine Pesdback officad |
»rs
”na
PIS 1 Coumands 1 P18 1 Status
Track Asimuths 273°
I Blevation: 31°
Status Requast
Press (ESC] to custinue

Figure 46. Launch position number.

gtatus. This option displays the current azimuth and
elevation of the laser on the right of the screen (see Figure

47).

SazC vi.09 4 12
(R) Rangs Target . wma.ma 210311 am
| Tesc calibrate Realtine Peadback otriesd |
s
s
P58 1 Csmmands | P18 3 Status
Prack 932°
Ooriemt I ﬁ’cv-a.-t ‘31'
Status Reguest
Prese (ESC] to ssatimme

Figure 47. PLS status window.
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Select "Caljibrate." Return to the RTS Main Menu and select
the "Calibrate" option to display the PTS Selection Menu (see
Figure 48). This procedure is best accomplished at the DAS
closest to the REG position. Refer to DAS procedures operations.

SAXC(R) Range m’r‘a) v1.09 Tharsday Pabxuary 30, 1993 113148 as
1 Test Calibzate Realtime Peedback offload |
[x==)

Press (1), [t], [~] or [-] to move, [ENTER] to select, [ESC]) to return

Figure 48. Calibration menu.

Each PTS must be calibrated prior to it being used in any training or test application.
The defaults which appear initially are not accurate.
Each PTS should be calibrated three or four times when the system is initially emplaced.
Calibrate will not need to be performed agsin unless the PTS is moved to another location or the target type
mounted on the PTS has changed.
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gelect "Realtime." At the RCS, with the system in RTS Main
Menu, select Realtime. Selection of Realtime will display the
Select Scenario menu (see Figure 49). Press <<ENTER>> to select.
This will cause the system to prompt the operator to enter a
scenario number (see Figure 50).

C(R) Range T Systes wvi.09 Thursday February 30, 1992 11152 am
.".‘.’..é L omeral station Toce) y
| Tesc calibrate Realtinme Feedback officed |

Iseiect scenaxio]

Press [i), [t]., [~] or [+«] to moVe,[ENTER]to sslect, ([ESC] to return

Figure 49. Select scenario menu.

SAIC(R) Range vi.08 Thursday February 20, 1992 113153 an
Sange tontrol Stalion IRcS) ¢
] Test Calibrate Mealtime Fesdback offlcad 1

[select socsnario]

|=nter scenario number: I |

Prees [ENTER) to continue, ([(ESC) to cancel

Figure 50. Select scenario prompt.

Enter scepario number. Enter the scenario number to be run.
Press <<ENTER>> to accept. Information about the selected

scenario will be displayed in the Scenario Parameters window (see
Figure 51).
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SAX Range v1i.09 My‘w 20, 1992 11154 am
l-ns:‘ Control stalion ’lna") ’ I
| Taat Calibrate Realtime Pesdback offlicad |
Scenario 17 Parsmetars
DIPFICULTYY TS rs GUWTABLE
low Y ° [ sky
WARNING wes TALERT TCUR o
:2‘ Tight o o Nonhe
P8 NODEL STD RAISE DURATION
3 UM-1 None 20 30
Press [4) or {1] to view, [ENTER] to continue, (BSC) to cancel

Figure 51. Scenario parameters.

1f the operator selects scenarios that have PTS targets only, the system will skip “Enter FTS Scale" and
“Enter FTS Launch Number® and continue at “Accept Scenario Setup.®

If the operator selects scensrios that have both PTS and FTS or FTS only,
the system will continue with “Enter FTS Scale.®

AtL DAS should be in RTS Main Menu to receive scenario downloads. 1f you proceed and any of the DAS are not
in the main menu, the system will prompt the RCS operator to bypess or sbort the operation.

1f the information is incorrect or you do not wish to run the selected scenario, press <<ESC>> to abort this
operation, then return to “Enter Scenario Number.®

S8cenario download. View the Scenario parameters as needed
then press <<ENTER>> to continue. Once the operator presses
<<ENTER>> at the Scenario Parameters window the system will
establish data communications with the PLS (if required, see NOTE
above) and with each DAS and PTS. The system will transmit
scenario pertinent data to the stations. This data transmission
is referred to as Scenario Download.

If the PLS is required the following prompts will be displayed.
1f the PLS is not required, proceed to *Verify Setup* and continue.

Enter target scale. Once the operator accepts the Scenario
Setup, the system will display a prompt to accept or change the
FTS scale (see Figure 52).
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| Teac calibrate Basltinme Pesdbask officed 1

Soenaris 33 Dewalead
Position ioostion station #2

[anter x5 41 soale: 5 |

Press (ENTER) to contime, (RSC] to cancsl

Figure 52. FTS scale prompt.

RTS supports 1/9th, 1/7th, and 1/5th scale targets (the default is 1/5th).

Enter launch number. Once the scale is entered, press
<<ENTER>> to accept. This will cause the system to prompt the
operator to enter the FTS Launch Number (see Figure 53). The
launch number is the location of the current launch point.

e e

[ Test Calibrate Realtine Fesdback officad |

Sosaario 33 Download
Position lococstion Statien #1

|mmumm:x '

Press [ENTER]) to contimue, [ESC] to cancel

Figure 53. Launch number prompt.

RTS supports four (4) Lsunch Locations (the defsult is 1).

~Eghre

Ensure all personnel are clear from the leser and camers ares
(top of the transport trailer).

Failure to do 30 may result in fnjury to personnel.
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Position the PL8. Once the launch number is entered press
<<ENTER>> to accept. This will cause the system to establish
communications with the PLS. The PLS will then position the
laser and camera so that they are pointing in the direction of
the selected launch location. Once the positioning is complete
the system will then continue with scenario download to all
stations (see Figure 54 and Figure 55).

] Test Calibrate Realtime Peedback ofgload 1

Scenario 22 Download
Popup Target 9

Pleass Wait

Figure 54. PTS download.

- 36, 1993 1337
uxc(mmmlra vi.09 Nonday February . 3 ;-l

[ Tost calibrate Bealtine Fosdbosk officed |

Seamarie 22 Deowmlead
Data Aoguisition station 63

Please Wait

Figure 55. DAS download.

Verify scenario setup. Once all downloads are complete, the
scenario setup window is displayed (see Figure 56). The RCS
operator will then verify that the right crew number and
repetition number are displayed with the DAS status information.
The repetition number corresponds to either the first, second, or
nth time the scenario has been presented to this crew, and is
automatically assigned by the computer each time the scenario is
executed for that crew. The first time a crew sees a scenario is
the oth repetition of that scenario. The second time a crew sees
a scenario is the 1st repetition, and so on.
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Thursday Peabrusary 20, 1992 11:359 am

EEseLIwT smn N

| Tesc Calibrate Realtime Peadback officad 1
Socenarioc 322 setup
ORIRNTATION MODEL (ACT) ORIENTATION PRRSSURE
FIS 2ODSL (EXP) 45° LM ity 274° oK
DAS CREW GUNNER
3 132 ° 000000000 000000000 AVENGER

Prees [4] or [t) to view, [ENTER] to continue, [ESC) to cancsl

Figure 56. Scenario setup.

Accept scepario setup. If the information is correct, the

operator presses <<ENTER>> to proceed. This will result in the
display of the range fan (weapon crew's search sector), with the
PTS target positions, and flying target tracking information
presented (see Figure 57). If there are discrepancies that need
to be fixed, pressing the <<ESC>> Kkey will terminate this

scenario initialization.

Figure 57. RCS realtime range fan display.

1f PTS only, skip to "Start the Scenario” and proceed.
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Launch flying target. To launch the flying target the RCS
operator instructs the launch crew to launch the target via the

FTS voice radio. The RCS operator watches the camera monitor to
observe the launch and ensures that the laser tracks the target.
once the laser is tracking the target the RCS informs the launch
crew that he is tracking. The launch crew responds by "Roger
Tracking, commencing run."

At different times throughout the scenario the RCS operator may need to use
the PLS trackball and camera monitor to aid in the tracking of flying targets.

Track and quide the flying target. The RCS operator

continually observes the flight path and provides path
corrections as needed (via the FTS voice radio). This process
continues until the RCS operator guides the target to the
scenario starting point.

Start the scenario. Press the <<SPACE>> bar to start the
scenario. This causes the system to broadcast a start command to
all stations. Coincident with the pressing of the space bar the
RCS operator announces the start of scenario over the radio so
that the DAS operators can inform the crews on the weapon

systems.

For PTS scenarios only.
while the scenario is running the RCS operator monitors the system to ensure proper operation.

For FTS and Mixed scenarios the RCS operator may need to use the PLS
trackball and camera monitor to aid in the tracking of flying targets.

Wait for DAS. At the weapon system, the crews perform their
engagement functions. When they are complete the DAS operator
announces to the RCS that the DAS is finished with the scenario.

8to cenario. Press <<ESC>> to stop the scenario.
This causes the system to broadcast a stop command to all
stations.

Auto upload. The system automatically uploads the entered
and collected data from each DAS. At the RCS upload and release
window messages are displayed for each station (see Figure 58 and

Figure 59).
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SAIC(R) Range ¥ et System v1.09 Thursday Yabzuary 20, 1992 132:0) p=
ung£ Lonteas staticn 1RGS) ‘

| Test Calibrate Realtime Peedback offiocad |

Scanaric 23 Upload
Data Acoguisition Station #3

Please Wait

Figure 58. Scenario upload.

IC(R) Range tem V1.09 Thursday PFebruary 30, 1993 13:04 pm
'I:ngz t’:umx station (RCS) v y
| Tost Calibrate Realtime Pesdback offload 1

Sosnario 23 Relesase
Jopup Target §9

Pleaass Wait

Figure 59. Scenario release.

Once all uploads are complete the RCS returns to the main
menu. At this point the DAS operators can provide feedback to
the weapon crews. When the DAS operators are finished they
report back to the RCS that they are "Ready."” This informs the
RCS operator that each DAS is ready for the next scenario.
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Once all uploads are complete, the system returns the RCS to the main menu.
At this point the DAS operators can provide feedback to the weapon crews.
When the DAS operators are finished with Feedback they report back to the RCS that they are "Ready,”
this informs the RCS operator that the DAS operators are in the main menu and
they are ready for the next scenario.

select "Feedback." Selection of this option will display
the Feedback menu (see Figure 60). The Feedback menu has two
options, Trial and Score.

. b ( 20 ) 2:24
mcm,um{m.m vi.09 Thursday abruary . 1992 1 p-|

| Test calibrate Realtime Fesdback offioad |
Trial
Score

Press (i), (?t], [~) or [«~]to move, (ENTER]to select, [ESC] to return

Figure 60. Feedback menu.

Select "Trjal." The "Trial" option is used to display
performance data on scenarios. This is not the same as
performance scoring feedback which provides average performance
across scenarios of a given type and difficulty (see section on
Post Processing Operations). Press <<ENTER>> to select Trial;
the system will then prompt the operator for crew number (see
Figure 61).
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Range T vi.09 Thursde: Pabzuary 30, 1992 2:328 pm |
#n::‘%antnl lza ion fm) r ‘

[ Test Cslibrate Resltine Posdback Offload |
Trial)
Soore
[Enter orew number: |

Press [ENTER] to oontinua, [BSC) to oancel

Figure 61. Trial crew prompt.

Enter crew number. The crew number is a unique number
assigned to a crew by the RTS software. Enter the number then
press <<ENTER>> to accept. Once the crew number is entered, the

Trial window is displayed momentarily, then a repetition prompt
is displayed (see Figure 62 and Figure 63).

SAIC System v1.09 Thursds 30, 1992 3136 |
(R) Rangs Targst . . y PFabruary 20, e

| Test Calibrate Realtime Peedback Offlosd | |

Triall

Soocre)

|=nter scenaric nusber: |

Trial
Crew 12
Press [ENTER] to continue, [EBSC] to cancel

Figure 62. Trial scenario prompt.
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Thursday Pebruary 310, 1992 2:27 p=

€ 1.09
RMSLTener JERILEEN

[ Teac Calibrats Realtine Peedback orgicad |
Trial
Score

lm repetition: '

Trial

13
17

Crew
soenario

Press [ENTER]) to ocontinue, [ESC] to cancsl

Figure 63. Trial repetition prompt.

Enter repetition number. The repetition number is a

sequence number assigned by the RTS software, it reflects the
number of times a crew has been presented a scenario. Enter the
number then press <<ENTER>> to accept. Once the repetition
number is entered, feedback on each target presented (first,
second, third, etc.) is displayed in the Feedback window (see
Figure 64). Feedback on preceding or subsequent targets can be
displayed by target worked (first to last) by use of the <<TAB>>

key.
NOvE

Task event ranges that are negative in value indicate that the FTS target was egressing when the event
occurred (i.e., positive ranges are associated with ingressing aircraft events).

: SAIC(R) Range T, L { 3.09 Thureday Yeabrua 230, 1992 2:129
I lnng‘ &enco:l. luzzan !m: v =¥ ‘ e
Popup Target #1
Scenario 17 L Time Status Ccriteria
Repetition []
AVL <> DET 4 Mo Criteria n/a

707 STD None DET -» XD i Mo Criteria n/s
Model UN-3 ID =-> ENG 9 NMe Criteria n/a
IDCOR Incerrect ID
sffect 1 NOwR
Bffect 2 nows
rtai Bffect NOME

Press (P) to print screen, [BESC] to exit

Figure 64. Trial feedback screen.
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Select "Score." The option is not implemented. Selection
of this option will display the option not implemented message

window (see Figure 65).

SAIC(R: T €t 8 vi.o® Thursday ¥ 230, 1993 23130
(R) Range - : >4 abruary . pm
[ Test Calibrate Rasltine Pesdback offload |
Tris1]
Soore|

ted

Press (1), {t], (=] or [«] to move, [ENTER]to seiect, [ESC] to return

Figure 65. Score option.

Select "Offload." Selection of this option will display the
Offload Menu (see Figure 66). The Offload Menu has two options,
Aggregated Weapon Station Data (AWSD) and Data Base Files (DBF).
These options are not implemented (see Post Processing Operations
to offload data). Selection of either option will display the
option not implemented message window (see Figure 67 and Figure
68) .

SAIC(R) Range T vi.09 Thursday PFebruary 20, 1993 1131
Aange Lontral stalion (Ros) o ‘ il
| Teat Calibrate Realtine Peadback offioad |
AWSD
DapP

Preas [$), [t), [~) or [+«]to move,[ENTER)t0o select, [EEC) to resturn

Figure 66. O0Offload menu.
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nxc(t! Range m‘w vi.09 Tharedsy PFebruary 20, 1992 2536 pa

] Test Calibrate Bealtine Poedback or£iocaa ]
AWBD
DBP

M&“WMMM

Press [1], [t]),{~) o ([«) to move,[ENTER] tOo salect, [ESC] to return

Figure 67. AWSD option.

mc(uz I-n.. l:!::n - vi.09 Thursday Fsbruary 20, 1992 3136 pm
I Test Calibrate Realtime Peedback officad ]
AWBD
DBY

T™his has not been implemented
mm oontinue>

Prese [$), (1), [*] or [«~] tOo mOve,[ENTER] to select, [ESC) to return

Figure 68. DBF option.
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Data Acquisition Station (DAS) Operations

The DAS software is started by typing "DAS" at the MS-DOS

prompt. Once the software is running, the DAS Main Menu will
appear (see Figure 69).

B Moy TR ORGSO TR L1008
AVENGER Crew: 13 Sguad Gunner: 000000000

| Test calibrate 58 Feedback ||

Press [4), (1), (=] or [ to move, [ENTIR] to select, [ESC] to return

Figure 69. DAS main menu.

The following is a brief explanation about the DAS Main Menu
options and the procedures needed to perform DAS operations.

PT8 test. At the DAS with the system in the Main Menu,
select the "Test" option (see Figure 70). The PTS test is
normally performed at the RCS. Refer to the System Test and
Calibration procedures for this test.

:.s.sg.:(m nge Target fvetem Y3390 ] ‘:m-a-y Pebruary 20, ;o?gﬁééégog |
] Test Calibrate s8N Feedback 1

-

FPress (33, [*t), (=~ or(~)te move,[(BNTER] te melect, [ESC) to return

Figure 70. Test menu.
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. Select the "Weapon" option (label
equates to the weapon type you are connecting to [see Figure

71}).

Ensure that the correct weapon type code has been entered before preforming the test
(refer to RTS setup if wespon label does not match weapon system).

Selection of this option results in the display of boxes
corresponding to weapon events (see Figure 71).

SAIC(R) Targst System v1.o9 Nonday February 24, 1993 10146 am
AvENGER® . (PA8) ® rev: 12 S9uad Gunnes: 000000000
1 Test calibrate [ Feedback [ |

-
AVENGER Test
3 ‘2 3 4 s P 7 ®
Ire acT use ATX IR ™o ]
. - . - 2.43 8.26 8
198 80 -4 3 R 7.68 s.86] 14.33
Press (SPACE] to togglie Channel S, (BOC]) to exit

Figure 71. Weapon test.

The weapon system should be connected to the DAS computer Wespon System Interface us1)
connector (refer to chapter on System Preparation and Installation).

The gunner performs a normal engagement using the weapon

system. As each weapon switch is activated and then deactivated,

the DAS computer should display these events as a function of
time (see Figure 71). This display provides the means for the

operator to determine that the weapon events are being received
at the Das.

The operator simply views the display while the gunner goes through the complete
engagement process. 1f event -ntries sre not displayed properly, restart the
DAS computer and re-run this procedurs. Call mesintensnce if problems in
receiving weepon inputs continue.
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Calibrate. At the DAS with the system in the Main Menu,
select the "cCalibrate" option (see Figure 72). Each PTS must be
calibrated prior to being used in any training or test
application. The defaults which appear initially are not
accurate. Each target should be calibrated in sequence three or

four times when the system is initially emplaced. Targets will
not require calibration again unless they are repositioned or
maintenance was performed on the air system.

This procedure is best accomplished at the DAS clogsest to the REG position.

SAXC(R) Systes V1,09 . Thursday 30, 1992 23:857 r
000
g-n ADguis. u:-"u.'uoa (DAS) ¢3 ' 22 "'2:3 m: sgggoooog

| Toee calibrate ann Pesdback |

L=l

Press (3}, [(t], (~] or (] to move [ENTER]to salect, [ESC] to return

Figure 72. calibrate menu.

Use the "UP" arrow and "DOWN" arrow keys, or the number

corresponding to the PTS to highlight the PTS you desire to
calibrate. Press <<ENTER>> to select the highlighted PTS number.

When the data link is made with the selected stand, the PTS
commands display will appear at the center of the screen (see

Figure 73).
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SAIC(R) m. Systam v1.09 Tharsday "m 20, 1”30.%6::0 °
m tien N .’m 13 Sguad m: 000000000

| Test Calibrate ssxw Yeedback 1

==l

VOdUNE

Prass {i]) o [?] to move, [ENTER] to select, (ESC] te return

Figure 73. PTS selection.

Select "Up." The operator must press the <<ENTER>> key
immediately when the target first appears, thereby calibrating
the "Unmasked" time. The operator again presses <<ENTER>> when
the target is in its fully raised position, thereby calibrating
the time for "Raised." Next the operator selects and enters
"Down", and then presses <<ENTER>> when the target is no longer
visible, thereby calibrating the time for "Masked."™ Each step is
fully prompted and interactive (see Figures 74 through 78).

SAXC - .
n-e-“' m m. v)n."oo Nonday PFebruary 268 m? O%agw
AVENGER Crew: 13 Sguad Gunner:s 000000000

I Test calibrate asu Peedback 1
£
T TS 9 Commanda
1 jop (haise target)
5 status Regquest
]
13

M[O]ﬂ[')‘.-.n. (ENTER] t& sslect, [ESC] to return

Figure 74. Up command.
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2
Nonday Pebruary 24, 1”? 0%35530-0%

SAIC(R) Range Target System vi_.os
m ® visa (oas) "ean 13 :M Gunners 000000000
| zesc calibrute ssu Feedback 1

l===]

TS PTS 9 Commands

3 abort

3 Status Raquest

]

L J

Press [4] or [?) to Bove, (ENTER) to sslect, [BSC) to return
Figure 75. Unmasked command.

' SAZC(R) Systam vi.09 Sonday PFebruary 24, 1992 103186 am
Data Abquisition Statite (DAS) 3 . 23 Sguad Laader: 030000000
[ Test Calibrate SN Peedback |

==l

rrs TS » Cosmands

FY Raised

2 Abort

3 Status Raquest

[ d

»

Press [i] or [f] tO Bove, [ENTER] to salect, [ESC) to return
Figure 76. Raised command.

B T T R S, o T ieka Lialil odiiftess
AVENGER Crews 12 Squad Ownners 000000000
| Test Calibrate [ Pesdaback Il

Le==i
s P79 § Commands
; Status Regquest
s
H
Pruse {[i) or {*) to move, [ENTER] to sslect, [(ESC) to return
Figure 77. Down command.
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SAICIR) Systea vi.0% Nonday PFebruary 34, 1993 101857 am
tatld DAS 3 Isader: 000000000
R.u Aqm&a on ( ) ¢ . 23 sqguad 3
] Test calibrate ssu Feedback 1
iz
TS Frs 9 Commands
VM
status Raguest

L1 LI T

Fress (4] or [t) to move, [ENTER] to sealect, ([(ESC) to return

Figure 78. Masked command.

The system automatically selects the options in order requiring the operator to
press only the <<ENTER>> key to calibrate esch function. Each time the process
is repeated for a given target the computer will derive the average over sll
sanples for each calibration event.

S8elect "Status." This option provides target information
and status to be displayed on the right of the screen (see Figure

79).

SAIC(R) System vi.O00 Mosday Pebruary 24, 1992 10:57 am
3-'2 000
:-u Aoguisitien tiam (DAS) #3 . sSquad w: :g:ggmg
§ Teet Calibrate 58 Pesdback 1
B
TS PrSs ¢ Commands TS 9 Status
Raise target Target Unknown
; g:.:t“: ) utuu:?:: gz-
i = Raise Desla l. :o‘.
® Nask m,! L K )
Préss [ESC] to cemtinue

Figure 79. Status.

" " Select this option anytime during the
calibration phase to abort the current calibration being
performed.
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S8elect “Reset." Select this option to return to the
defaults associated with the selected target.

The following procedure is conducted only once for each crew in their assigned roles
Ci.e., team chief and gunner).
Should they change roles then perform this procedure again.

The RTS system requires the crews to be identified to
automatically assign and track crews.

Select “SSN." At the DAS with the system in the main menu,
select SSN (see Figure 80). This option provides the means for
the operator to identify the crew by their roles (i.e., squad
leader and squad gunner.

SAXC(R) . Target System v1.09 Thursday r-bm 20, 1993 3103 pm
hogu tion Station (DAS 3 Isadsrs 000000000
A‘\'r:u.cn s (oas) 4 s 12 Squad Gunner: 000000000
| Test Calibrate SsN Pesdback |
sguad Leadeyr

Press [§), [?], (] oxr{+] to mOvVe, (RNTER)to select, [ESC] to return

Figure 80. SSN menu.

Input 88N. The DAS operator selects the squad leader and
gunner options, respectively (see Figure 81 and Figure 82), and
will either enter or change the social security numbers to
coincide with those of the current crew. To reenter numbers,
simply backspace over those displayed and type in the new ones.
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SAIC(R) e t System wvi.09 Thursday Peb 20, 1993 3583088
Raucgmt.!tm =utioa (DAS) ¢3 . 23 m ‘x:.ad.r: ggooooooo
[ resc calibrate s8N Feedback 1
Sqgquad Leader
sSguad GuRNer

[Enter sgquaa 1eader sswi 000000000 |

Press [ENTER] to oontinue, [(ESC] to cancel

Figure 81. Squad leader SSN.

SAIC(R) Bange Target System w109 Thursdsy Febrzuary 20, 1993 3103 pm
Acqguli i DAS [ Ieader:s 000000000
:w.rgt-mm sicion Scacion ( ) .’cr.vl i3 Squad Gunners 000000000
I Tesc Calibrate asw Feadback 1
Sgquad

Leadesx
Sguad Gunnerxj)

[znter gunner sem: ¢oo00c000 |

rFress {ENTER] to continue, (ESC) to cancsl

Figure 82. Gunner SSN.

Accept 88N. Press <<ENTER>> to accept the SSNs once they
are correct.

The DAS must be in the main menu to run Realtime.
Feilure to be in the main menu will result in the
DAS not rumning the selected scenario.

Realtime. Realtime is an option invcked by the RCS5. Once
the RCS operator has started realtime the DAS will receive a
download from the RCS. During the download the DAS display will
reflect that the DAS is in the Remote Mode (see Figure 83).




e e—————

SAXC(R) lll!!. !ll!‘t System vi.O00 Nonday 'm:, 34, 1992 0%8;300::
?‘&n tion Station (DAS) .’Buu 13 m: 000000000

Figure 83. Remote mode.

once the download is complete the DAS will wait for the
start of scenario (see Figure 84).

24, 1992 10:29 am
Monday m . 2

SAIC(R) ‘lltrt Systam =09 000000000
Deta doguisition tion (DAS ’ 0 rows 12 S5uad Gunnar: 000000000

Waiting for STAR?

Figure 84. Waiting for start.

. After all downloads are complete, the RCS
operator will start the scenario. Once the start is received by
the DAS it starts realtime and displays a "Targets” window
(showing the targets in the scenario with their corresponding
function key), a "Squad Leader" window (showing Squad Leader
events and their keys), and a "Squad Gunner" window (showing
Squad Gunner events and their keys) (see Figure 85). The DAS
operator announces the start of scenario by a voice alert (e.g.,
"RED TIGHT"). At this point the crew performs their target
engagement functions. The DAS operator observes the crew to
enter any events not automatically recorded.
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SAIC(R) Systan v1.09 Monday Pebruary 34, x’!ao ’&'o’oooo
gw.vgcn tioa Bea (0As) ”cmu Az =qu¢ mr: ogooooooo
Targets sguad Leadsr
tect D
e 9 tre) n':‘ nga :
Deselect [esc) Eostile H
Csase fire [
sguad cGunner
Detect Am-ni
endly_ ID ALD=F
gtw-’m AL-R
REAIZTINE

Figure 85. Realtime.

The DAS operator is not required to designate the target in single target scenarios.
The system automatically designates the target in single target scenarios.

The DAS operator must be attentive during the scenario to ensure that
the data is entered exactly when the crew preforms the event.

Practice is required to ensure proper data entry.

Designate the target. When a target becomes available to

the weapon crew a flashing arrow is displayed next to the target
number in the Targets window (see Figure 86). When the crew
first detects a target and announces "contact," the DAS operator
must determine which target the crew is working (the crew points
and voices the o'clock of the target at the target). The DAS
operator designates the target by pressing the corresponding
function key.

Targets are designated by the following keystrokes:
<<1>> designates a flying target.

<<F1>> designates the PTS at eleven o'clock far
<<F2>> designates the PTS at twelve o'clock far

<<F3>> designates the PTS at one o'clock far

<<F7>> designates the PTS at eleven o'clock near
<<F8>> designates the PTS at twelve o'clock near
<<F9>> designates the PTS at one o'clock near
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Ry X W e R
AVENGER Crews 13 Sguad s O
Targets Squad Leader Popup Target €9
PTS 9 (re)e Detect D Detect 30.26
Friendly XD b 4 Hostile ID 34.43
Deselect [R8C) HEostile ID [li 38.82
Bngayg > ] release 44.00
Csase fire (] b3 81.61
aActivate $3.18
Aoquire 530
Squad Gunner Look-on a:u
Detect ALT=D 83.87
Priendly XD un-ri X41) €3.02
Hostiles ID ALT-N
REALZTINE
Figure 86. PTS data entry window.
BECCR M TR SI Ty T T T s inn itiitess
AVENGER 13 Squad Sunnar: 000000000
Targets sgquad Leader
s » (re) Detect D
Friendly ID | 4
*F78 3 [¢ S ) Bostile ID l:
Desalect [ESC]- Catat eire <}
sguad Ounner
Priendly ID Al&.g.
u-euo’xo ALT-B
RRALTINE
Figure 87. PTS and FTS realtime.
SAIC(R) hn!. n:x-e system Vv1.09 Monday Fabruary 24, 1992 103137 am
‘mn Aoguisition Station (DAS) $) . 32 Squad 14 : 000000000
Targets sguad Lesader Plying Taxget §1
P78 9 [¢ . L) Deteot D Detect
Priendly ID 4 Hoetile ID
oFIs 3 [¢ SR Bowtile ID i: w
Desalect [ESC) Coase fire [ Agtivate
- Aoguire
Aoguire
Lock-on
squad Gunnexr Auto-Track
De ™ I'D Kise: Out of zange
mgu.'xn
NEATTINE
Figure 88. FTS data entry window.
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Enter events. After the target has been designated, tpe DAS
operator immediately enters a <<D>> for Squad Leader detection or
<<ALT-D>> for Squad Gunner detection.

When the crew makes their identification and announces
hostile or friendly, the DAS operator enters the appropriate
letter key: <<H>> for hostile and <<F>> for friendly if the
Squad Leader makes the identification or <<ALT-H>> for hostile
and <<ALT-F>> for friendly if the Squad Gunner makes the

identification.

When the squad leader gives his command to "engage" or
"cease engagement," the DAS operator enters the appropriate
letter key: <<E>> for engage or <<C>> for cease engagement (see

Figure 87).
NOTE

This process is repeated for all targets being worked in a multiple target scenario.
The DAS operator must ensure that the target designated is the target being worked.
To designate additional targets in a scenario
the DAS operator presses the function key corresponding to the new target.

The DAS operator monitors the gunner events which are
capturad directly from the weapon system. Example: As the
gunner acquires the target, for example, and acquisition tone is
heard, the tabular display should show that acquisition has
occurred. If any of the gunner events fail to be logged by the
system, this should be reported immediately after the end of the
scenario to the RCS operator (see Figure 88).

Failure to report missing events will result in missing dats.
This will affect the crews' feedbsck snd scoring.

Ensure that once the crew fires on the last target in a scenario you allow sufficient time
for missile or round flyout. Failure to do so will result in loss of effects for that target.

« Once the crew has engaged all targets in
a given scenario report to RCS that the scenario is complete.

1f the DAS operator wishes to provide the crew with feedbeck he or she must inform the RCS of your actions.
Once complete, remember to report “READY® to the ACS.

Feedback {s provided on the last scensrio run only.
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Select feedback. At the DAS, with the system in the main
menu, select Feedback (see Figure 89). This option is selected
if the DAS operator wishes to review or provide to the crew with

feedback.

SAXC(R) Systems vi.0® Thuredsy rebruary 30, 1993 3:04
Abquisition Staticn Squad Leader: 000000000
g‘vgm is (oAs) 43 s 12 squad m: 000000000
| Test Calibrate sy Pesdback ] |
Trial

Press [4], [*t), [<)or [~] to move, [ENTER) to select, [ESC) to return

Figure 89. Feedback menu.

Negative task event ranges are sssociated with egressing FTS aircraft;
positive event ranges refer to ingressing targets).

ev ee . Selection of this option results in the
disvlay of performance data along with the applicable standards
for the level of difficulty of the scenario (see Figure 90).

SAIC(R Systam vi,09 Monday 24, 1992 1:23
Data Avquisition Statize (DAs) 3 P e 1eadar: 008000080
AVENGER Crews 13 Squad Gunners 000000000
Popup Taxget $#9
sosnaxrio 23 ™ Time Status Criteria
Repstition 3
AVL -> DET 4 Mo Cr. ria n/s
79T FTD Bone DET =» ID Mo Criteris wa
Bodel nI=-8 DET =>» IY»P 10 Mo Criteria n/s
ID => ENG No Cr. a we
DET =» & 13 Mo Criteris ne
g -y Mo Criterias n/a
IDOOR CGorrect ID =» ATE 3 Mo Criterxis we
I0HC =->» FIR 3 Mo Cr - n/a
3ffect ) | =32 % DE? -» FIR 28 Mo Criterxis wa
Bffect 2 NONE
rinal Bffect KILL
Total Rounds 1

Press (ESC) to exit

Figure 90. Feedback.
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ts. If there were multiple targets,
subsequent target feedback can be viewed by toggling forward or
backward using the <<TAB>> keys.
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Position-Locatjon Station (PLS) Operations

Once the PLS is energized, the PLS Main Menu will appear
(see Figure 91). The main menu can also be activated by typing
"pPLS" after the operating system prompt (C:\RTS with flashing "-»
cursor). The option "TEST" will be highlighted initially, but
any option can be selected by moving the highlighter with the
arrow keys and pressing <<ENTER>> to accept. The "TEST" option
has two suboptions: "TRACK" (PLS tracking test) and "ORIENT"
(PLS orientation test) (see Figure 92).

SAIC(R) Range Target v1.09 Pridsy ZFebruary 31 92 2141 am
e e Ton"sta (F1S) 01 . 3® '

| Test calibrate

Preas [4), ([t], [~]) oF [ ~) to move,[RNTER] to0 select, (ESC) to return

Figure 91. PLS main menu.

- 09
SAIC(R) Range hu:g. eu‘.::;. b Priday PVebruary 21, 1992 2142 an
= Calibrate |
Traok
Ccrient

Press (4], (*]), [~]) o [ ~]ts movs,[BNTER] to select, [ESC) to return

Figure 92. PLS test menu.

80




oo

Ensure personnel are clear of the laser and camera area (top of Transport trailer).

Failure to do so mey result in injury to personnel.

Engsure that the laser is pointing at a retro-reflector
to provide proper returns.

Select “Track." Selection of this option will activate the
laser system and provide a "Target Tracking" screen (see Figure 93).
This screen displays track data associated with the current
orientation of the laser. The tracking display also provides labels
that indicate tracking mode (i.e., automatic, semi-auto or manual)
and laser status (i.e., on track, off track, or failed).

SAX nange . riday Zabruary 31, 1992 2:350 am
{ Test calibrate ||
Track
orient
Target Tracking
Pimas 434.56s
X3 13 AUTOMATIC
xs -1389m °
t 3 . x:::- an  TRACK
Azsimuaths 374° 174.47° -0.43°
Rlevation: 38 34.68° -0.18°*
Press [ESC] to exit

Figure 93. Target tracking window.

If the laser loses track (i.e., the laser is not receiving
the signal from the retro-reflector), the labels will switch to
"Semi-Auto" mode and "Off Track" (see Figure 94). Loss of track
will also cause the PLS to put out an audible tone (the operator
can disable the tone by depressing the space bar on the PLS
computer). In semi-automatic mode, the operator repositions the
laser using the trackball until the target reappears in the
camera display (described later in this section). This will
result in the labels switching back to "Automatic" and "On
Track." The audible tone at the PLS will turn off once track is

re-established.
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SAIC(R) Rangs Target Systasm v1i.09 Priday Pebruary 21, 1992 23:47 am

Position location Sta (r1a) 91
] Test Calibrate |
Track
orient
Target Tracking
Time 273.168
TR , [maoaom
'] -
3 ‘zggn orP TRACK
Range: '
Asimuths 173° 175.62° .68
Elevation: 3s° 38.81° -0.29°

Press [ESC)] to exit

Figure 94. Semi-auto and off track labels.

PLS tracking mode is controlled by operator use of the
trackball (see Figure 95).

Figure 95. PLS trackball console.

To change tracking modes press the left button on the
trackball while observing the tracking screen. The label should
change between AUTOMATIC and MANUAL (see Figure 96 and Figure
97) .
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SAXIC Range Target vi.09 Friday PFebxuary 21, 1992 233143 an
Poeitiia todetion (ris) 01
J Test Calinxate 1
Track
Oxrient)
Target Traoking

Tine 12.488

gl ' 1};: . ° AUTOMATIC

8: . g%'.): o TRACK

Asimaths 174° 174.47° G.29°

Rlevation: 3s* 36.688° -0.31°

Preas [ESC) to axit

Figure 96. "Automatic" label.

e R
| SAIC(R) Range Target v1.09 Priday February 21, 1992 3:46 am
Poaition Iogation maz-(m) n ’
| Tese Calisrate 1
Track
Oorient
Target Tracking
{ine 137.888
l: . }:g o TRACK
1math - -« &3 0.87°
Ml 3;:' l;:..l.' 9.01°

Press [ESC) to exit

Figure 97. "“Manual" label.

To test laser tracking using the trackball, select
"AUTOMATIC," then point the laser at a target (PTS) that has a
retro-reflector mounted. Verify alignment by viewing the camera
display screen.

If the laser is tracking the wrong target, switch to
"MANUAL" mode by pressing the left button on the trackball
(pressing the middle button will interrupt the laser transmission
of the current track: pressing the right button will stop the
laser's movement in azimuth and elevation). Reorient the laser
with the trackball so that it is on the correct target and select
"AUTOMATIC" by pressing the left button again. The coordinates
of the selected target and the azimuth and elevation of the laser
should be consistent with the values obtained during registration
of that target.
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The PLS should be tested to ensure that automatic tracking
is operating. The primary method of test is to launch an fixed-
wing target with retro-reflectors mounted and see if the laser
system will track the target automatically. The secondary method
is to position the spotter down range with the registration pole
(retro-reflector mounted). Ensure you have good laser track in
"MANUAL" then switch to "AUTOMATIC" (press the left button on the
trackball), and have the spotter move from his present location
to another. The spotter should keep the retro-reflector facing
the laser at all times during this test. The laser should
automatically follow the spotter. Aas long as the laser receives
returns, the "On-Target" label is present. If the laser loses
the target, the "Off-Target" label will appear and the system
will go to semi-automatic mode.

The "SEMI-AUTOMATIC" mode allows the operator to realign the
laser with the target. Periodically the laser may lose track of
a maneuvering target. Using the trackball and camera the
operator can adjust the azimuth and elevation of the laser to
that of the target. "SEMI-AUTOMATICY provides the means for the
operator to regain track and continue operations.

In the event of a laser failure the label will switch to
"FAILED" (see Figure 98).

C tem v1.09 21, 1992 32344
l ﬁL‘” wm vy o1 Friday PFebzuary . H am

L?o.t Calibrate |
|Track
orient
Target Traacking
Tines 27.898
4 103 SEMI-AUTO

X3 =1336m [ ]

L 1] . i::l’:: FAXLED

Asimuths 176° 184.79° -0.97°

Rlevation: L1 34 48.79° 0.18°

Press [(ESC) to axit

Figure 98. Laser "Failed" label.

8elect "orjent.” This option will prompt the operator for
an  orientation position number (see Figure 99). The
orientation position number is typically associated with a launch

and recovery area for flying targets.

“Eghrme

Ensure sll personnel are clear of the roof of the transport trailer.
Failure to do so mey result in injury to personnel.
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Press <<ENTER>> to accept position number. This will cause
the laser to position to the desired location.

R) Range Terget tam v1.09 FPridasy Pebruary 31, 1992 2151 am
P e aTs  Ton atation (Fia) 83

] Test Calibrate 1
Track
Orient

[Enter 1aunch position mmber: 1 |

Press [ENTER) to contimue, [ESC] to cancel

Figure 99. Position prompt.

gtatus. This option displays the current azimuth and
elevation of the laser on the right of the screen (see Figure
100).

SAXC Range Target vi.09 Friday PFebruaxy 21, 1993 23183 aa
Poeicion Lodacion stat (PLEB) 01 ‘
| Tesat Calibrate 1
| Track
Orient|
orientation
Dasixed curyent
Asimuthz 242° 174°
Rlevationt 2° 38°

Press [E8C) to axit

Figure 100. Orientation window.

S8elect "calibrate." This option is not implemented.
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se a s 8imulat 8 ation

The Laser Ballistics Simulator is a stand alone component of
the RTS. It can be deployed independent of the DAS and RCS to
provide gunner training. Refer to the manufacturers'
documentation for operating procedures (see Maintenance and
Supply, and Related User Documentation).

Pop-up Target System ;PTS) Operations

The Pop-up Target Systems are stand alone components of the
RTS. They can be deployed with the RCS to present pop-up target
training or testing in isolation. Refer to the Range Target
System (RTS) Operations Manual, Annex 1: Pop-up Target System
(PTS) Operations and Maintenance Reference Manual for detailed
instructions for operations.

ing Target pera

The Flying Target System is a stand alone component of the
RTS. It can be deployed with the RCS and PLS to present flying
target training or testing in isolation. Refer to the Range
Target System (RTS) Operations Manual, Annex 2: Flying Target
System (FTS) Operations and Maintenance Reference Manual for
detailed instructions for operations.

Additionally, the FTS can be supplied as a service to RTS.
This requires the use of contractors to provide the flying
services needed for RTS operations.
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Post-Processing Operations

Post-processing operations provide the means to perform the
RTS software options not yet implemented (scoring and offload).
This section provides the instructions to perform those
operations.

The operations are stand-alone functions and can be run
independent of each other. They are executed at the RCS from
the operating system prompt (C:\RTS). To exit RTS perform the
following procedures.

1. At the RCS with the system in the RTS Main Menu, press
<<ESC>>. This will cause the system to prompt the operator to
leave RTS.

2. Highlight the "Yes" option and press <<ENTER>>.

RTS software will terminate and return to the operating
system prompt (C:\RTS).

erfo ce 8co [-) . Performance scoring over
several scenarios can be generated and printed at the RCS. To
run scoring perform the follow procedures.

1. At the operating system prompt (C:\RTS) type "RTSCORE"
then press <<ENTER>>.

2. Press <<ENTER>> again to clear the screen of the
software copyright screen. The system will then prompt the user
for the crew number(s) for which scoring is desired (see Figure
101).

ENTER TODAY'S STARTING CREW NUNEER-WITHE LEADING IEROES 0010
ENTER TODAY'S ENDING CREW NUMNBER-WITH LEADING SEROES 0010

Figqure 101. Scoring crew numbers.

When entering the crew numbers the user NUST use lesding zercs
(i.e., crew 10 would be entered 0010).

scoring can be run on one crew or several crews.
The user has the option to enter one crew mmber ss
sterting and ending crew mmbers or & renge of crew mumbers.
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3. Enter starting crew number. Then press <<ENTER>> to
accept.

4. Enter ending crew number. Then press <<ENTER>> to
accept.

Once the crew numbers are entered the system will
automatically score the performance over all relevant scenarios,
for both FTS and PTS scenario types, for each difficulty level,
and for every crew requested, and generate a Scoring Report (see
Figure 102). Scoring is usually performed at the end of a series
of scenario test or training sessions but can be performed after

each scenario run.

Offload. RTS software automatically uploads data from each
DAS after each scenario. All performance data collected during
the training or test session are subsequently stored on the hard
disk in the RCS computer. This process makes the data
retrievable for future reference. The procedure used to retrieve
the data is called "OFFLOAD". Offload should be performed, at a
minimum, at the close of each day of operation (training or test
session). Because the "OFFLOAD" option on the RCS is not
implemented from the main menu, a batch file is supplied. Follow
these procedures to offload the data.

1. Place a formatted, blank floppy disk in drive "A" of the
RCS computer and close the diskette drive latch.

2. At the prompt type "OFFLOAD." This will run a batch
file that will copy the data to the floppy disk in drive "a".

The data files that should be copied to disk are:

AWSD.DBF (data file)

CREWS . DBF (crew numbers)
SCENHEAD. DBF (scenario lookup file)
SCENPHTS . DBF (PHT scenarios)
SCENFTS.DBF (FTS scenarios)

Once the batch file has completed the copying of the data
files, the system should return to the prompt (C:\RTS).

3. To ensure that all files have been copied to disk, type
YDIR A:" then press <<ENTER>>.

This will display a directory of the floppy in drive "a",
Check to see that all the above files are present and that the
files reflect the proper time and date (when the copy was made).
If there is a problem with the files repeat step 2 and 3. If all
files are present and times and dates are correct, remove the
floppy from drive "A" and return it to the analysis center for
data reduction and statistical analyses.
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STAND RN TARGET DIYFICULXLY=LOW

TABK PERPORMANCE NEASURES DIAGHNOSTICS

VOPP O TRANTBOPODTOO RO VOO R OO I GOOss

Seowbedd ¥ awe
™™ MEAN STATUS CRITERIA
aveap L] L ] D R S
TINE OF DETECT 6.2 FAILS CRITERION A
TINE OF ID 11.8 JAILS CRITZRION s
TINE OF IFPF 4.7 VAILS CRITERION 4
TINE OF ENGAGE 0.4 MNEETS CRITERION 1
TINE OF ACQUIRE 4.0 MEETS CRITERION ry
TINE OF LOCK~ON 4.0 PFAILS CRITERYON 2
TINZ OF SUPRR~ELEVATE 3.3 FAILS CRITERICN 2
TIME OF FIRE 3.0 FAILS CRITERION F
TOTAL TIME 314.3 FAILS CRITERION s
PASS-FAIL DETERMINATICN
Pz rrrerrer e 2 1 e v L il A L r L A DL ALl L L Ll d L]
s SCORE STATUS CRITERIA
% DETECTED 83.3 FAILING 99
8 IDENTIFIED 83.3 FAYLING 4
§ CORRECT ID 83.3 DASSING 80
% AC DESTROYED 66.7 FAILING 80
$ XOSTILES KNG 100.0 PASSING ss
s CORR XD S0.0 PAILING 80
% NOSTILES CORR ID 100.0 PASBIRG as
oN 100.0 PASSING &5
S ORDNANCE RELEASED 25.0 TFAILING 16
CREW: 7 11/28/89 2:31:31 WRAPOM: STINGER
SQUAD $8N =
CUNNER SEN =
PIXED WING TARGET DIPPFICULTY=MEDIUM

TASK PERFORMANCE NEASURES DIAGNOSTICS
NOPEAARSEOSAONS OSSO AR ARG GO IR AN N O R RO PATRDAAARRNATSARSARNed

kYo MEAN STATUS CRITERIA
RANGE OF DETECT 14073 MEETE CRITERION 131000
RANGE OF ID 7055 MEETS CRITERION 6000
RANGE OF IPFP 12966 MEXTS CRITERION 8000
RANCE OF ENGAGE 6936 MEETS CRITERION 5500
RANGE OF LOCK-OMN 6558 MEETS CRITERION 5000
RANGE OF FIRE 8747 MUEETE CRITERION 4000

PASS~FAIL DETERMINATION
SRANAR OGN OOV ICN N O NN AN P LA ARSI NI AN ANN SN EARN ARV ANARNANATATOO S

sSPM SCORE STATUS CRITERIA
% DETECTED 100.0 FASEBING 9
8 IDENTIFIED 100.0 PASSING 99
$ CORRECT ID 100.0 PASSING 78
5 AC DESTROYED 100.0 PASSING 2?0
& HOSTILES ENG 100.0 PABSING 80
$ HOSTILES CORR ID 100.0 PASSING 80
& ATTRITION 100.0 PASSING 80
S ORDMAMCE RELEASED 0.0 PASSING 1 9

CREWS 7 11/7328/89 12:132:03 WERAPON: STINGER

SQUAD LEADER SSN =

GUWNER SSN =

Figure 102. Scoring report.
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Maintenance and Supply

Maintenance gSupport

RTS is a government owned, contractor operated and
maintained system. The following describes the type of support

available.

Local site representatives. Local Site Representatives are

the primary source of assistance. They are knowledgeable about
the configuration of the RTS, its applications, and special
requirements of the user they serve. The Local Site
Representatives are backed by Depot Representatives.

e S ves. Depot Representatives are highly
trained, professional hardware and software maintenance support
personnel. They provide backup maintenance and repair support to
the Local Site Representatives.

Provisioning. RTS is designed to work with rather
particular equipment; substitutions of recommended supplies and
spares can affect the reliability, availability, and
maintainability of the system. Refer to the various hardware
manuals in the Reference Publication section for recommended
supplies and spares. Some of the general supplies that should be
obtained in sufficient quantities include printer paper and
ribbons, PTS rotor blades, a variety of fuses, and a variety of
batteries (for radios, PTS, FTIS transmitters and receivers,

etc.).

Related User Documentation

The "ADA Engagement Qualification Range Tables" document
explains how to make use of the performance criteria and is
included with the RTS. This manual is a reference guide to
evaluating soldiers according to known standards of performance
and focusing training where deficiencies exist.

There are also a number of reference manuals associated with
the hardware and software components. These vendor manuals
provide additional information on operations, preventive
maintenance of the equipment, spares, and supplies. The list
which follows includes important documentation that should be
reviewed prior to attempting system operations.

The following lists all field manuals, technical manuals,
and miscellaneous publications that are useful to operate RTS.

Pield Manuals

Air Defense Artillery Employment for
Chaparral/Vulcan/Stinger FM 44-3
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44-31

3

Avenger Squad Operations
21-11

3

First Aid

FAAD/SHORAD Battery Operations
For Heavy Divisions FM 44-53

Technical Manuals

Cleaning Solvents and Compounds ™ 9-247

Operator's Manual for Guided
Missile System, STINGER/IFF T™ 9-1425-429-10

Operator's Manual for Guided Missile

Battery Control Central, Vehicle

Mounted AVENGER Air Defense

Weapon System TM 9-1425-433-10

Operator's Manual for CHAPARRAL

M48A2 Air Defense Guided
Missile System TM 9-1425-2586-10

Operator's Manual for GUN,

Air Defense Artillery,

TOWED 20~-MM M167A2

(VULCAN, Basic and PIVADS) T™ 9-1005-318-10

Operator's Manual for GUN,

Air Defense Artillery,

SELF-PROPELLED 20-MM M163Al

(VULCAN, Basic and PIVADS) T™™M 9-2350-300-10

Operator's and Organizational

Maintenance Manual,

Storage Batteries,

Lead-Acid Type T™ 9-6140-200-14

Miscellaneous Publications (Hardware)
DataWorld Portacomp II 286 User's Guide
onguard PC Series Uninterruptable Power System User's Manual
ESTeem Modem User's Manual
Okidata Microline 390 and 391 Printers Reference Guide
VideoTek Inc. Service Manual (color monitor)

Installation, Operation, and Maintenance Manual for 1830 and
1860 Series Environmental CCD NTSC Color Cameras
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Installation and Operation Manual PT1250DC Heavy Duty Pan
Tilt

SAAB BT-53 Anti-Aircraft Missile Simulator Operator's and
Maintenance Manual

SAAB BT-53 Laser System Test and Calibration Procedures

Honda EX3300S/4500S Owner's Manual

PTS Operations and Maintenance Reference Manual

FTS Operations and Maintenance Reference Manual
Miscellaneous Publicatijons (Software)

Dbase III

DB Files Reference Guide

DB2C Function Library

DT2811 Data Translation Reference Manual

DigiBoard Installation Guide Reference Manual

MicroSoft Library (several manuals)

MS/DOS Utilities

MS Assembler Reference Manual

Greenleaf Communications Library

"C" Worthy Interface Library

Polymake User's Manual

Programmer's PC Sourcebook
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sce

Berry, M. G., & Barber, A. V. (1990). n T et stem TS
i 3 H - arget Syste PT
e ions i ce reference manual (ARI

Research Product 91-02). Alexandria, VA: U.S. Army
Research Institute for the Behavioral and Social
Sciences. AD A230096.

Berry, M.G., & Barber, A.V. (1990). Range Target System (RTS)

operations al: i arget System (FTS
operatjons and majntenance reference manual (ARI

Research Product 91-03). Alexandria, VA: U.S. Army
Research Institute for the Behavioral and Social
Sciences. AD A229890.

Department of the Army Headquarters (1988). Standards in weapons
training (TRADOC Pam 350-38). Washington, DC: Headquarters,
Department of the Army.

Nomenclature Cross-Reference

The follow1ng is a list of common names for equlpment
referenced in this manual. The common name is used in this
manual in lieu of nomenclature.

COMMON NAME NOMENCLATURE

Camera CCD NTSC Color Camera System

Computer AT286 IBM Clone

Generator Honda EX3300S Generator

Laser SAAB BT-53 Laser Systenm

LBS SAAB BT-53 Anti-Aircraft Missile Simulator
Modem Esteem RF Moden

Pan Tilt PT1250DC Heavy Duty Pan Tilt

Printer Okidata Microline 390 Printer

UPS onguard PC Series Uninterruptable Power

Supply

94




References

Barber, A. V. (1987). e isti i ens ngagement
t S): ee s of researc esults. El
Paso, TX: Science Applications International
Corporation.

Drewfs, P. R., Barber, A. V., Johnson, D. M., & Frederickson, E.
W. (1988). Validation of the Realistic Air Defense
Engagement System (RADES) (ARI Technical Report 789).

Alexandria, VA: U.S. Army Research Institute for the
Behavioral and Social Sciences. AD A198289.

Johnson, D., Barber, A. & Lockhart, J. (1988). The effect of

rge a u aspe
Stinger teams in the Realistic Air Defensee Engagement

System (RADES) (ARI Technical Report 822). Alexandria,
VA: U.S. Army Research Institute for the Behavioral and

Social Sciences. AD A207283.
List of Abbreviations and Acronyms
The following is a list of the abbreviations and acronyms

used in this manual. It is recommended that the users
familiarize themselves with these terms.

ADA Air Defense Artillery

ANT Antenna

ARI U.S. Army Research Institute for the
Behavioral and Social Sciences

ASSY Assenmbly

AUTO Automatic

AWSD Aggregated Weapon Station Data

AZ Azimuth

BRT Bright

cCcw Counterclockwise

CKT BKR Circuit Breaker

COMM Communications

CRT Cathode Ray Tube

CW Clockwise

DAS Data Acquisition Station

DBF Data Base Files

EL Elevation

ESX Engagement Simulation Exercise

FAAD Forwvard Area Air Defense

FREQ Frequency

FTS Flying Target System

GFCI Ground Fault Circuit Isolator

GND Ground

GSE Ground Support Equipment

IR Infrared

KC/KHz Kilocycle/Kilohertz

LBS Laser Ballistics Simulator

LCD Liquid cCrystal Display
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LFX
MAN
MANPADS
MC/MHZz
NORM
OAC
oDcC
PHTS
PIVADS
PLS
PMCS
PMS
PTL
PTS
PWR
RADES
RCS
REC
REG
RF
R/T
RTS
RX
SAIC

SHORAD
SPKR
SSN
SW
TOE
TRANS
TX
UPS
VAC
vDC
WSI

Live Fire Exercise

Manual

Man Portable Air Defense System
Megacycle/Megahertz

Normal

Output Alternating Current

Output Direct Current

Pop-up Target System (also known as PTS)
Product Improved Vulcan Air Defense System
Position-Location System

Preventive Maintenance Checks and Services
Pedestal Mounted STINGER (Avenger)
Primary Target Line

Pop-up Target System (also known as PHTS)
Power

Realistic Air Defense Engagement Simulator
Range Control Station

Receiver

Registration station (Virtual)

Radio Frequency

Receiver-Transmitter

Range Target System

Receive

Science Applications International
Corporation

Short Range Air Defense

Speaker

Social Security Number

Switch

Table of Organization and Equipment
Transmitter

Transmit

Uninterruptible Power Supply

Volts Alternating Current

Volts Direct Current

Weapon System Interface
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Glossary

The following is a listing of definitions used throughout
this manual. It is recommended that the users familiarize
themselves with these terms.

Calibration

A procedure or group of procedures used throughout RTS to ensure
system performance within specified parameters.

Coordinates

This refers to the position-location of system components in
terms of a grid and associated "X" and "Y" coordinates. For
example, the weapon (i.e., the DAS) is usually given the
coordinates 0,0.

Crew number

A computer assigned number that is based on crew members social
security numbers.

Data Acquisition Station (Das)

The DAS captures weapon responses and provides the means for the
operator to enter squad leader responses during system
operations.

Download

A process that transfers data from the RCS to the PLS, each DAS
and each PTS.

Engagement Simulation Exercise (ESX)

An exercise that simulates the firing of live ammunition.

Yeedback

A menu option that provides task performance and engagement
outcomes in terms of target range and elapsed time, e.g.,
detection, identification, and command to engage or cease fire.
Feedback on the following gunner events is provided in terms of
target range and elapsed time: acquisition interrogation,
lock-on, super-elevation, fire, and reattack. Some of the above
events are weapon-specific. The following collective summary
feedback also is provided: identification accuracy, friendly and
hostile aircraft engaged, engaged aircraft destroyed, friendly
and hostile aircraft killed, and hostile aircraft releasing

ordnance.
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Flying Target System (FTS8)
The FTS refers to flying targets and their associated equipment.

Highlighter

All interactive menus used in RTS make use of a highlighter. The
highlighter appears as reverse video (i.e., a negative image with
respect to the contrast of the rest of the display). The
highlighter is used to aid the operator in the menu option
selection process.

Instructor-Evaluator
This is the person in charge of the training and qualification of
SHORAD and or FAAD personnel. Typically this individual is also

a DAS operator, who performs data collection tasks and provides
feedback to the exercising weapon crew.

Laser Ballistics Simulator (LBS)

The LBS is mounted on gun systems (i.e., Vulcan or PIVADS) to
provide hit-miss engagement effects scoring, and to simulate
tracer round fly-out to the engaged target.

Live Fire Exercise (LFX)

An exercise that involves the firing of live ammunition on a
training range.

Nenu

A computer generated screen that provides the means for operator
interaction.

Pan-Tilt Assembly

A device used to position the laser and camera in elevation and
azimuth.

Pop-up Target System (PT8)

The PTS is a trailer mounted pneumatic stand-lift mechanism that
is remotely programmed via radio-frequency communications. The
PTS provides the means to simulate a pop-up and hover maneuver.

Position lLocation Station (PLS)
The PLS provides the actual position of a flying target in terms

of slant range from the weapon (in "X", "Y", and "2"
coordinates).
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Primary Target Line (PTL)

This line equates to the 12 o'clock position, or directly down
range, relative to the weapon crew. The PTL is the most likely
avenue of approach for hostile aircraft and is generally at the
center of the crew's search sector.

Range Control ftation (RCS)

The RCS is the central control point for all RTS operations. The
RCS is the station where system test and calibration checks,
initialization of the system, realtime functions, performance
scoring, and printing are initiated.

Realtime

The mode of operation that the RTS (all stations) are in when
under scenario control.

Registration

Procedures used to position-locate system components in terms of
wx®, "Y" and "zZ" coordinates.

Registration station (REG)

The REG is reference point for all components in RTS.

Release

A process that terminates an upload or download, conditioning the
station for the next data transfer.

Remotse mode

The mode of operation that the DAS and PLS switch to enabling the
running of realtime.

Repetition number

A computer assigned number that corresponds to either the first,
second, or nth time the scenario has been presented to a crew.

Retro-reflector

Devices that reflect the projected laser beams back to the laser
receiver in order to derive the location coordinates of the
object upon which the reflector is mounted (i.e., registration
pole, DAS, PTS, or FTS).
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RPF modem

A device used to provide data communications via radio frequency.

RTS8 set up

A stand-alone software program that provides the means to
generate RTS scenarios and configure and maintain RTS electronic

system files.

Scenario

An electronic file that scripts by definition which targets will
appear, where, when, for how long, at what orientation and range,
in what sequence, etc. The scenario can also specify command and
control conditions (e.g., alerting and cuing, weapons control
status, interrogation response, etc.), difficulty level, terrain
conditions, and so forth.

Scenario number

A number assigned to a scenario through the use of the RTSETUP
program.

S8coring
A stand-alone software program that provides detailed crew

performance scoring and feedback, which can be either scenario
specific or averaged over several scenarios.

Spotter

This is the person used down range during registration of system
components.

Test

A procedure or group of procedures used throughout RTS to ensure
system performance and operability.

Uninterruptible Power Supply (UPS)
A device that protects electronic equipment and data from the
harmful effects of blackouts, brown-outs, surges, sags, spikes,

and transients (i.e., anomalies in the power flow). It also
provides limited backup power during sustained low or no voltage.

Upload
A process that transfers datu from each DAS to the RCS.

Weapon System Interface (WIS)
A device that interfaces the weapon to the DAS computer.
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